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Introduction

Overview - How Solo Performer Show
Controller Works

The Solo Performer Show Controller is a system for solo
musicians to control their shows when performing live. It
consists of a software program that manages play lists,
plays the backing music, displays lyrics on screen,
controls light shows, controls MIDI effects units, and is
controllable by a six-button foot pedal for hands-free
operation onstage.

Play lists are defined by adding audio files to the list.
Each play list item can then be assigned lyrics, MIDI
events, hotkey events, and a lightshow. When the play
list is run, the audio plays item by item through the

Alien Apparatus Company, Inc. Introduction 9



computer. This audio can be routed to a PA system for
higher performance. While the audio plays, the lyric
events are displayed on-screen, MIDI events are sent to
effect units through the computer’s MIDI interface, and
lighting events are output to either DMX512 or MIDI
lights to create light scenes in synchronization with the
audio.

The system supports 32 channels of DMX512 or MIDI
lighting control. If you are new to DMX512 lighting, refer
to Appendix Al for an introduction.

The foot controller’s default functions are as shown
below:

’7 DMX512 CONNECTOR

UsB
(CONNECTOR

Solo Performer
%&‘ ALIEN APPARATLIS, v Corwier,
1

2 3 4
- - - —
®J & (]
> $

L LWSTL LL Lroc

PLAY / STOP

VOLUME DOWN LYRICS WINDOW

The foot switch functions are as follows, from left to
right:

. ’ Play / Stop

Plays the play list if it is not running or stops it if it is
running.
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é Play List

Changes the currently selected song on the play list

*’ Volume Down

Lowers the volume of the current play list item

") Volume Up

Raises the volume of the current play list item

E Lyric Window

Toggles the lyric display area from a windowed view to
full-screen

Fog

Toggles the fog machine on and off

Alien Apparatus Company, Inc. Introduction 11



New Features in Version 3

Version 3 includes several new features that have been
requested by users. New features include:

Improved User Interface with Flexible Viewing
Options

Saved play lists are one-click away. Screen layout can be
highly customized to show the information that is
important to you.

Support for 32 channels of DMX512 Lighting

The lighting capabilities have been upgraded from 16
channels to 32 channels. Now much larger lightshows
are possible.

Support for 32 channels of MIDI Lighting

MIDI lights can now be controlled!

Improved MIDI Capability

Individual tracks may have their instruments suppressed,
substituted, or transposed. Instruments may also be
removed "in bulk" from the entire play list with one click.

Lyrics display now support RichText

Lyrics can now have multiple fonts, sizes, colors, and
styles in the display.

12 Introduction Solo Performer Show Controller User’s Guide



Ability to Use Embedded Lyrics

Lyric text that is embedded in MIDI files or karaoke files
may now be used for lyrics displays automatically.

Ability to Import LRC Lyric Files

LRC lyric files can be imported to give "instant lyrics
displays"

More Foot Controller Button Mapping Options

Each foot controller button can now be configured to
perform one of thirteen different functions. Additionally,
two toggle states of the buttons can be defined so that
turning on and off a MIDI device now only requires one
button.

Improved Audio Loop Support

Each item on the play list can end in one of six different
ways, including looped playback. Loops can either end

immediately when the stop button is pressed, or at the

end of the loop following the button press.

Ending Events

Each play list item can now send an ending light scene,
MIDI event, or Hotkey command when it is done being
played.

Alien Apparatus Company, Inc. Introduction 13
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Important Safety
Precautions

Warning! To prevent or reduce the risk of electrical
shock or fire, do not expose this unit to rain or moisture.

Caution! There are no user serviceable parts inside
these units. Do not attempt any repairs yourself. Doing
so will void your manufacturers warranty. In the unlikely
event that any of our units require service please contact
your nearest Alien Apparatus customer support
representative. See Appendix A3 for more information.

Warning! Route all cabling away from foot traffic. As a
further precaution, strain-relieve the USB cable near the
computer as shown below to prevent computer damage
due to accidental cable movements.

UNMOVABLE OBJECT
NEAR COMPUTER

T LOVAL P I,
e S St T ke

_— k, i P 57 T n]
TO FOOT ‘
CONTROLLER

Do not spill water or other liquids into or on your unit.

To reduce the risk of electrical shock or fire, do not
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expose the unit to rain or moisture.

The unit is intended for indoor use only. The use of this
product outdoors voids all warranties.

Never attempt to operate the unit if it has become
damaged in any way.

Ensure that all cabling in the system is free from frays or
other damage. Do not operate the unit with damaged
cables.

The unit should only be cleaned as recommended by the
manufacturer. It is recommended that cleaning be done
with only a soft cloth. Do not use any solvents.

The unit should be situated away from heat sources such
as radiators, heat registers, stoves, or other appliances
(including amplifiers) that produce heat.
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Unpacking And
Registering

Unpacking

Every Solo Performer Show Controller system has been
thoroughly tested and has been shipped in perfect
operating condition. Carefully check the shipping carton
for damage that may have occurred during shipping. If
the carton appears to be damaged, carefully inspect your
units for any damage and be sure all accessories
necessary to operate the system have arrived intact. In
the event that damage has been found or parts are
missing, please contact Alien Apparatus customer
support for further instructions. Please do not return the
system to your dealer without first contacting customer
support.

Product Registration

The Solo Performer Show Controller carries a one year
(365 day) limited warranty. When running the included
software for the first time, a registration screen will
appear. Please fill out the on-screen registration form.
When complete, the form may be submitted by email, or
it may be printed and mailed. Submit the registration to
validate your purchase and activate your warranty.

Alien Apparatus Company, Inc. Unpacking & Registering 17



Registering also ensures that you will receive all software
updates that you are entitled to receive.
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4

Quick Start Guide

This section explains in brief the steps that must be
performed to get Solo Performer Show Controller up and
running. Chapter references are given for a more
detailed explanation.

1. Install Software
Macintosh users, refer to Chapter 5
Windows users, refer to Chapter 6

2. Connect the Foot Controller to the USB port

3. Install Foot Pedal Driver (for Windows users)

Refer to Chapter 6

4. Launch Solo Performer Show Controller

Refer to Chapter 9

5. Fill out and submit registration form

Alien Apparatus Company, Inc. Quick Start Guide 19



Refer to Chapter 9

6. Configure the Lights
A. Add an audio file to the play list
Refer to Chapter 10
B. Press Build Lightshow button

C. Set channel numbers, light devices, and type in
channel names

Refer to Chapter 15
D. Save configuration file

Refer to Chapter 15

7. Set Preferences

A. Set default configuration file and default audio
file folder

Refer to Chapter 19
The Solo Performer Show Controller system should now

be ready to use! Refer to the rest of this User’s Guide for
more detailed information on specific functions.
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5

Installation on Macintosh

System Requirements

* System 10.2 or later

» 128 Megabytes of RAM Minimum

* 120 Megabytes of Hard Drive Space Minimum

* Apple QuickTime 6.0 or later (Installed with Software)
* G4 1 GHz or Faster Microprocessor

* USB Port

* Audio Output Connector Jack

* 1024x768 Minimum Screen Resolution

Upgrading from a Previous Version

If you are upgrading from a previous version of the
software, follow the installation instructions as if you
were doing a new installation. No document files, such
as play lists, lyrics, lightshows, or light scenes will be
deleted.

Software Installation
To begin installation, insert the software CD into the CD

drive of the computer. Double-click on the CD icon that
appears on the desktop to view the contents of the CD.

Alien Apparatus Company, Inc. Installation on Macintosh 21



Double-click on the Install for SP Show
Controller.mpkg icon to launch the installer.

@00
nka ]
f’-‘a Network

y
A
| o

i Main L3

- Instadl &P Show
1 Secondary Controller.mpkg
o:rslml:nmmll:r =

Downloads

[l Desktop

A

g ron

/ 5P Show Controller

5~ |

:

}.A Applications

4 Documents

ﬁ Movies
6 Music

Pictures
el T ; : ]
L B ® 4 items, Zero KB available

N

When the installer launches, a dialog appears informing
that a system check needs to be done. Click the
Continue button to continue on.

nstall Solo Performer Show Controller

3 . This Installer package needs to run a ir Installer
! program to determine if it can be
| installed. Do you want to continue? tall Solo
© Intreduct [

Cancel Continue

© Reading packages.

The Welcome screen appears. Read the text, and then
click the Continue button.
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‘@0 Install Solo Performer Show Controller
Welcome to the Solo Performer Show Controller Installer

This installer will take you through the necessary steps 1o install Solo
@ Introduction Parormer Show Controller onta your computer

Continue

The Read Me screen appears. This text explains what
software will be installed and how to do a customized
installation to install only selected components, if
desired. Read the text, and then click the Continue
button.

re 0 Install Solo Performer Show Controller
Important Information

Thie Solo Performer Show Controller systern will be installed in three

& Introduction steps:
© Read Me First the program files will be copied 10 your hasd drive. These files
comprise the main applicalion to create and run shows.

Lastly ime 6.5 will be installed. i your computer already has
Quick 6.5 or later, the CuickTime installer will notity you of this
and will allow you to exit without parfarming this part of the
installation.

__ Print.. ) [ Save Co Back Continue

The License Agreement screen appears. Read this

agreement carefully and print a copy for your records by
clicking on the Print button. When you are done reading

Alien Apparatus Company, Inc. Installation on Macintosh
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the license agreement, click the Continue button to go
on.

asn Install Salo Performer Show Controller

Software License Agreement

Alien Company, Inc. Sof License Agreement
@ Introduction o
CAREFULLY READ THE FOLLOWING LICENSE AGREEMENT. BY

© Read Me OPENING THE PACKAGE OR CLICKING ON THE "AGREE"
@ License BUTTON, YOU ARE CONSENTING TO BE BOUND BY AND ARE
BECOMING A PARTY TO THIS AGREEMENT. IF YOU DO NOT
[ stins AGREE TO ALL OF THE TERMS OF THIS AGREEMENT, CLICK
B THE "DISAGREE" BUTTON, DO NOT INSTALL OR USE THE

SOFTWARE, AND, IF APPLICABLE, RETURN THIS PRODUCT TO
THE PLACE OF PURCHASE FOR A FULL REFUND.

1. Grant. This SOFTWARE LICENSE ACREEMENT made by and
between Alien Apparatus Company, Inc. (hereinafter "AUTHOR")
and the purchaser of the license (hereinafter "LICENSEET):

AUTHOR has proprietary software including documentation
Identified as SOLO PERFORMER SHOW CONTROLLER™
(hereinafter “LICENSED SOFTWARE'),

v

. R

AUTHOR grants to LICENSEE a royalty-free, non-transferable
- abataers

Print ) [ Save. Go Back Continue

You will then be asked whether you agree or disagree
with the license agreement. If you agree with the terms
of the agreement, click the Agree button. If you click
Disagree, the installer will quit without installing the
software and you may return the product for a refund.

060 Install Solo Performer Show Controller

To continue installing the software, you must agree to the terms of
the software license agreement

e

© Int
© Rei Click Agree to continue or click Disagree to cancel the installation.
® Lic

Disagree ) (_ Agree

THE PLACE OF PURCHASE FOR A FULL REFUND.

1. Grant. This SOFTWARE LICENSE ACREEMENT made by and
between Alien Apparatus Company, Inc. (hereinafter "AUTHOR™)
and the purchaser of the license (hereinafter "LICENSEE"):

AUTHOR has proprietary software including documentation
identified as SOLO PERFORMER SHOW CONTROLLER™
(hereinafter "LICENSED SOFTWARE'):

AUTHOR grants to LICENSEE a royalty-free, non-transferable

v
ssmmdba LLEEAICER,

.~ S A T

{ Print ) Save. Go Back Continue
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Next, select a destination disk to install the software
onto by clicking one of the disks shown. After selecting
a disk, click the Continue button to continue.

"®0 Install Solo Performer Show Controller
Select a Destination

Select a destination volume to install the Solo Performer

© Introduction Show Controller software.
© Read Me
@ License (i l=
© Select Destination \8 a / £ o
_ -
Main Secondary

19.5G8 (1.4GB Free)  8.4GB (319MB Free)

Installing this software requires 52.6MB of space.

You have selected to install this software on the volume “Main

Go Back Continue

The Easy Install screen appears. Click the Install button
to begin the installation.

"®0 Install Solo Performer Show Controller

Easy Install on “Main”

& Introduction

© Read Me Click Install to perform a basic installation of this
i software package on the volume “Main.”
@ License

© Select Destination

@ Installation Type

_ Customize Go Back Install

You will now be asked to provide your user name and
password for your computer. You must have admin
privileges to do the installation. Type in your password
and then click the OK button to continue.

Alien Apparatus Company, Inc. Installation on Macintosh 25



Install 5olo Performer Show Controller

Easy Install on “Main”
Authenticate

© Introdug Installer requires that you type your password.

@ Read Me ¢ = lis
-] Licensel 1k ﬂ

O Select § Name: |joe User|

© Installat

& Password: |

ahing

sh Ug F‘ Details
@ (Ccancel ) 0K

[ Customize )} Go Back ) € st )

The necessary files will now be copied to your disk.

0680 Install Solo Performer Show Controller

Install software

& Introduction

© Read Me

@ License |

@ Select Destination

 Installation Type Processing SPSC Main Application
o1

) Finish Up

Writing files: 52% Completed

| Time Remaining: less than a minute

When complete, click the Quit button to exit the installer.
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Install Solo Performer Show Controller

Install software

& Introduction

© Read Me

@ License |

© Select Destination :

@ Installation Type | The software was successfully installed

o) 1l

© Finish Up

Alien Apparatus Company, Inc.

Installation on Macintosh
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6

Installation on Windows

System Requirements

* Windows XP

» 128 Megabytes of RAM Minimum

* 150 Megabytes of Hard Drive Space Minimum

* Apple QuickTime 6.0 or later (Installed with software)
* Pentium Il 1 GHz or Faster Microprocessor

* USB Port

» SoundBlaster® compatible Sound Card

* Audio Output Connector Jack

* 1024x768 Minimum Screen Resolution

Upgrading from a Previous Version

If you are upgrading from a previous version of the
software, follow the installation instructions as if you
were doing a new installation. No document files, such
as play lists, lyrics, lightshows, or light scenes will be
deleted.

Software Installation

Software installation is a two-part step. First, the
setup.exe installer must be run to install the main

Alien Apparatus Company, Inc. Installation on Windows 29



application program and QuickTime. Secondly, the foot
controller driver must be installed.

To begin installation, insert the software CD into the CD
drive of the computer. The installer program is called
setup.exe. This program should launch automatically
when the CD is inserted in the drive. Some computer
systems have this auto start feature disabled. If the
installation program does not launch after a few
moments, manually launch the installation program by
finding setup.exe on the CD using Windows Explorer.
Note that on some Windows systems, the file name
extensions might be set to be hidden. If this is the case,
setup.exe will appear as merely setup. When you have
located setup.exe, launch it by double-clicking on its
icon.

ey sescimtater 0y Il

Be B8t Yew Fgvortes Iodk feb [ = |
deBack + = - &) | Pseach |PyFoders (F W B X o | ID-
Addrass [ 25} SPSC Instaler (D:) =] P
Fobders x % = <@ REJ "
7] Desitep —] ﬂ o) ﬁ
-3 My Documents Deivers  autorunnf  QuikTimeF... setp.ase  User's Gude
=k My Computer 2098
) 3% Flopoy (A:)

5 object(s) (Disk fres space: 0 bytes) 715M8 I My Computer

The Welcome screen appears. Read the text, and then
click the Next button.
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15! Setup - Solo Performer Show Controller =10] x|

Welcome to the Solo Performer
Show Controller Setup Wizard

Thiz vall mstall Solo Performer Show Controller 2.0 on yous
compuiter

It iz recommended that you close all other apphcations before
continuing.

Click Next to continue, or Cancel o exit Setup.

Cancel

The License Agreement screen appears. Read this
agreement carefully. If you agree with the terms of the
agreement, click the button next to | accept the
agreement. Then Next button will then become
activated. Click the Next button to continue with the
installation.

If you leave the button next to | do not accept the
agreement selected, the Next button will stay inactive
and you cannot install the software. If you do not agree
with the terms of the agreement, click on the Cancel
button and the installer will quit without installing the
software. You may return the product for a refund.
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1&! Setup - Solo Performer Show Controller =101 x|

License Agreement ~
Flaass read the following important infomstion befors continuing &

Flease read the following License Agreement. ‘You must accept the terms of this
it before continuing with the installati

lalien Apparatus Company, Inc. Software License
Agreement

Li» |

CAREFULLY READ THE FOLLOWING LICENSE AGREEMENT.
BY OPENING THE PACKAGE OR CLICKING ON THE

“AGREE" BUTTON, YOU ARE CONSENTING TO BE BOUND

BY AND ARE BECOMING A PARTY TO THIS AGREEMENT. IF
YOU DO NOT AGREE TO ALL OF THE TERMS OF THIS
AGREEMENT, CLICK THE "DISAGREE" BUTTON, DO NOT
INSTALL OR USE THE SOFTWARE, AND, IF APPLICABLE, =]

| accept the agreement
| do not accept the agreement

< Back I | Cancel

The Read Me screen appears. This text explains what
software will be installed and how to do a customized
installation to install only selected components, if
desired. Read the text, and then click the Next button.

=101 x]

Information ~
Flaass read the following important infomation befors continuing &

‘When you are ready to continue with Setup, click Next.

[This installer will take you through the necessary steps to 4
install Solo Perfarmer Show Controller anto your computer.

It is strongly recommended that you close and exit all
other running applications before continuing this
installation.

If you have any virus protection programs enabled, it is
advised that they be turned off temporarily while the
installation is taking place.

Dntnacn Matne ﬂ

<Back [ Met> |  Cancel |

Next, select a destination to install the software by typing
in a path in the edit box or by clicking the Browse
button. In most cases, the default path is appropriate
and simply pressing the Next button is the most
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appropriate course of action. Click the Next button to
continue once the destination path is entered.

1&! Setup - Show Controller =101 x|
Select Destination Location ‘
Where should Show Controller be inctalled? ['('i

“
Setup will install Show Controller into the following foldes.

To contirue, chick Mewt If you would Bke to select & different folder, click Browss.

Browse... I

C:\Program Files\Solo Performer Show Controller)

Al least 7.6 MB of free disk space is required

< Back I Mext » | Cancel

The Select Start Menu Folder screen appears. Here, you
may choose the folder in which that the installed
software will reside in the Windows Start Menu. In most
cases, the default choice is appropriate, however, if you
wish to place the software in a different location in the
Start Menu, you may do so by either typing in a new
folder name or by clicking the Browse button to find an
existing folder. Click the Next button to continue with
the installation.
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1&! Setup - Solo Performer Show Controller ) =101 x|
Select Start Menu Folder ~
. 2 p..
Where thould Setup place the program's shorteuts? [-’3‘ »

—
_E Setup will create the program's shortcuts in the following Start Menu folder.

To continus, click Nest If you would lke to select a diferent folder, click Erowss.

Browse... I

< Back I Mext » | Cancel

The opportunity to create a desktop icon for the installed
software now appears. By default, a desktop icon is
created. A desktop icon will allow the software to be
launched very quickly by double-clicking on it. If you do
not wish to have a desktop icon installed, simply uncheck
the checkbox by clicking on it. Click the Next button to
continue.

& Setup - Solo Performer Show Controller E S w3 |
Select Additional Tasks ‘
Which additional tasks should be perfaimed? =
&7

Select the addtional tasks you would ke Setup to perform while installing Solo
Performer Show Controller, then click Next.

< Back I Mext » | Cancel
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The Ready to Install screen now appears. Here you will
see a summary of the choices that were made leading up
to this point. If you wish to make changes, simply click
the Back button several times until you are presented
with the opportunity to change the item in question. If
everything is fine, click the Install button to begin
copying files to your computer.

1&! Setup - Solo Performer Show Controller =101 x]

Ready to Install ‘
Setup bt now ready to begin instaling Solo Parformer Show Corroller on poue @
computer, IS

Chick Instal to continue with the installation, or click Back if you want to review or
change any sattings.

Destination location: Al
C:\Program Files\Solo Performer Show Cortrolles

Start Menu folder:
Solo Pesformer Show Controller

L Addibional tacks:
Create a desktop icon

The necessary files will now be copied to your computer.

=101 ]
Installing ‘
Pleace wait while Setup installe Show Controller on your compuler, [ﬁ
Estracting files...
C:\Program Files\Solo Performer Show Controller\Show Controller exe
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If QuickTime 6.0 or later is not installed on your

computer, QuickTime will be installed. If you already
have QuickTime 6.0 or later, the QuickTime installer will
be skipped.

When the QuickTime installer begins, the following
window appears:

QuickTime™

Welcome to QuickTime 6.5

QuickTime 6.5 ensbles your computer to display video,
graphics, music, sound, sprites, text, VR, paroramas,
animation, and content streamed over the Internet

Yo will be paided through the necessary steps to install
QuickTime

Mest > Cancel

Click Next to continue. The following window appears:

QuicKTime™

|
‘Welcome to the QuickTime & Setup program. This program il mstal
Quick Time & on your computer.

It iz strongly recommended that pou e:wat all Windows programs befiore
running this Setup program

Chck Cancel o quit Setup and then close any programs you have nning.
Click Next to continue with the Sebup program.

WARNING: This program is protected by copyright Law and ntenational
treaties

i ion of thiz program, or any portion of i,
wlesunme cwla-dcmd penalties, and wil be prosecuted lo
the maximum extent possible undsr law.

Cancel

Click Next to continue on with the installation. Apple
Computer’s QuickTime license agreement is displayed.
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Read it, and if you agree with the terms, click the Agree

button to continue.

Software License Agreement x|

Please read the following License Agreement. Press the PAGE DOWMN key
to see the rest of the agreement.

_ ENGLISH fl

|APPLE COMPUTER, INC.
[+ SOPWARE LICENSE AGREEMENT FOR QUICKTIME
L 3 PLEASE READ THIS SOFTWARE LICENSE AGREEMENT

['LICENSE"] CAREFULLY BEFORE USING THE APPLE
ickTime™ SOFTWARE. BY USING THE APPLE SOFTWARE. YOU ARE
QuickTime |AGREEING T0 BE BOUND BY THE TERMS OF THIS LICENSE. IF
[YOU DO NOT AGREE TO THE TERMS OF THIS LICENSE, DO NOT
USE THE SOFTWARE. IF YOU DO NOT AGREE TO THE TERMS
(OF THE LICENSE. YOU MAY RETURN THE AFPLE SOFTWARE T0
THE PLACE WHERE YOL OBTAINED IT FOR A REFUND. IF THE
|APFLE SOFTWARE WAS ACCESSED ELECTRONICALLY. CLICK
DISAGREE/DECLINE". FOR APPLE SUFTWARE INCLUDED

[Erghsn -] Pt | cBack | Agee Disagree |

The following screen appears where a destination
location for the QuickTime installation can be chosen.

Most people choose the default location. Click Next to
continue.

Choose Destination Location x|
Setup will install QuickTime & in the following drectory.
To install to this directory. chck Nest

= Ta install to & diffesent directory. chck Browse and select another drectory.

Q *You can choose not bo install QuickTime B, by clicking Cancel to et Setup.
o

-~
QuicKTime™
Drestination Directony

IC:\Plogrem Files\Quick Time Browse...

Space Requred 11928 K
Space Avallable: 1185516 K

Cancel

The QuickTime installation type can now be chosen:
Minimum, Recommended, or Custom. Leave the
Recommended setting selected and click Next.
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Choose Installation Type

Q

QuickTime™

" Minimum
Enables playback of most audio and video formats.

* Recommended
Suggested for QuickTime Pro users and media creators.

" Custom
Select bo perform custom installation.

[Recommended =]
Approvamate download size: 87 MB

Inztalls the Minimum package, Pictureliewer, suthoring support, DY
support, and media exporers. J

— —

The QuickTime installer now asks for a Program Folder to
include the installed files into. This folder will appear in
the Windows Start Menu. Generally, the default is
acceptable to most people. Click Next to continue on.

Select Program Folder

QuickTime™

x|
Setup will add program icons to the Program Folder listed below. “You may

type & new folder name. of select one from the Existing Folders kst. Chck
Meat to continue.

Program Folder

Eisting Folders:

Access [BM -
Accessories
| Adrministrative Tooks

CAMI50 Ver 85

Caitlt CommerceBuddy
I Setup 4
Microanged

gek
Microchip MPLAB IDE

Pe-Lab2000 i |

< Back Net » Cancel |

A registration screen now appears for upgrading to Apple
Computer’s QuickTime Pro. QuickTime Pro is not
required for Solo Performer Show Controller, so the Next
button can be pressed without filling out the form.
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Enter Registration f x|

Enter yous QusckTime & Pr nrumber. The Regi 1 To and
Registration Murber rust exactly match your regisiation infomation.

1 yous do ok have & registrat bes, leave the field blank and cick
MNext. “riou can enber it laber using the QuickTime Settings control panel.

@ RTe
“ I

~ Oiganization:
QuickTime™ |

Registration Nurmber

The QuickTime installer now copies all of the necessary
files to the hard drive.

Setup x|
Copying file:
CAWINNT \spstem32\Quick Time. gts

This installation was created with Installer VISE
from MindVision Software
hittp: /v mindvision com

When done, QuickTime needs to be set up. The
QuickTime Setup Assistant launches. Click Next to
continue on.
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Introduction

Welcome to the QuickTime Setup Assistant!

This assistant allows you ta configure some basic settings
for QuickTime. These settings allow you to get the most
out of your QuickTime software,

If you want to change any of these settings in the future,
use the QuickTime control panel.

Previous | Next |

The following window now appears. Click Next to
continue on.
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x

Browser Plug-in

QuickTime will now configure your Web browser so
that movies will be displayed using the QuickTime
browser plug-in.

To view or customize the details of this MIME type
configuration, press the MIME Settings button below.

MIME Settings... |

P'eviws | , ............ Nm ............ |

The following window appears that allows file types to be
associated with QuickTime. The default settings are
advisable, so click Finish to complete the setup.
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(&) QuickTime Settings x|

File Type Associations

You can associate multimedia file types with
QuickTime viewers.

[V MNotify me if other applications modify these
viewer associations.

File Types... |

Eu—— | i__F_mI_Sh ........... |

After clicking Finish, the following window appears:

Finished x|

QuickTime Setup is now complete. 'r'ou can view the README file oo
launch Quick Time Flayer now. Flease choose the oplions you want below.

‘{/ ™ *Yes, | want to view the QuickTime README fle.
L & ™ [res. | want to bunch GuickTime Plaper|

Chick Cloze to complete Quick Time Setup.

[[cee ]

Uncheck the two check boxes and click Close.

42 Installation on Windows Solo Performer Show Controller User’s Guide



QuickTime is now installed, and the Solo Performer Show
Controller software installation is complete. Click the
Finish button to exit the installer.

15! Setup - Show Controller =101 x|

Completing the Show Controller
Setup Wizard

Setup has finished installing Show Controller on your computer.
The apphcation may be launched by selecting the installed
icons.

Click Finigh to et Setup.

¥ Launch Show Conralled

Foot Controller Driver Installation

In order for the Solo Performer Show Controller software
to communicate with the foot controller, a driver needs
to be installed. To do this, simply connect the foot
controller to the computer’s USB port using the cable
provided. In a few seconds, Windows will auto-detect
the foot controller and present the following dialog box:

,@ SPSC Foot Controller

~J)

In @ moment, this dialog box will go away and the
following dialog box will appear:
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Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

PN

This wizard helps you install a device driver for a
hardware device.

To conlinue, click Mext.

IW‘ Cancel

Click the Next button to begin the Found New Hardware
Wizard.

The following dialog box will be displayed. Make sure
that Search for a suitable driver for my device is
selected. It should be selected by default. Click the Next
button to continue.

Found New Hardware Wizard g

Install Hardware Device Drivers o
A device diver iz a software progeam that enables a hardware device to work wath
an opeisting sistem.

Thas wizaed waill complete the nstallation for this devace:

@ SPSC Foot Controller

A device ditver is a software program that makes a hardware device waork. Windows
needs driver files for your new device. To locate dives fles and complete the
incstallation clhick Mext.

‘What do you want the wizaid to do?

" Display a kst of the known divers for this device so that | can choose a specific
drrver

< Back | Mext > | Cancel
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The following dialog box appears, asking where Windows
will look for the drivers. Make sure that CD-ROM drives
is selected. It should be selected by default. Make sure
that your installation CD is in your CD drive, then click
the Next button to continue.

Found New Hardware Wizard ]

Locate Drver Files Py
‘Whete do you want Windows to search for diver files?

Search for dirver files for the following hardware device:
@ SPSC Controler Foot Controller

The wizard searches for suitable drivers in its driver database on your computer and in
any of the following opbional search locations that you specify.

To start the search, click Newt. If you are searching on a floppy disk or CO-ROM dive,
insert the floppy disk or CD before clicking Mext

Optional seach locations:

es

™ Specify a location
™ Microsolt Windows Update

< Back Mest > Cancel

In a moment, a dialog box will appear that announces
that a suitable driver was found. Click Next to install it.

Found New Hardware Wizard

Driver Files Search Results My
The wizard has finished searching for diver fles for your hardware device:

The wizad found a diiver for the following device:
@ SPSC Controler Foot Controller

‘Windows found a drives for this device. To install the driver Windows found, click Newt.

__O’? d\drivers\ftdibus.inf

< Back
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The necessary files will now be copied to your hard drive.

i
=} :
frdibus. sys
To CAWINNT\system32\drivers
ANNNENEEEEE

When finished, the following dialog box will be displayed:

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

PN

. SPSC Contiober Foot Controller

Windows has finished instaling the software for this device.

To close this wizard, click Finish.

Click Finish to exit the Found New Hardware Wizard.
The necessary software to communicate with the Solo

Performer Show Controller foot controller is now
installed.
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Wiring the System

The Solo Performer Show Controller system may be wired
in a variety of ways, depending on the complexity and
impact desired. In its simplest configuration, nothing
needs to be wired! Simply run the software and play
backing music on your computer!

To add more functionality to the system, use the 6-
button foot pedal to control the starting and stopping of
the show with volume control. The foot pedal is wired to
the computer by the included USB cable.

Connecting Lights

To take advantage of the dazzling light show possibilities
of the system, a three-pin XLR cable can be hooked up to
the foot pedal to send DMX512 signals to lighting
fixtures. The Solo Performer Show Controller foot
controller requires a standard 3-pin XLR style male
connector wired to the lights as shown below:

1-
2.
3-

Note that the ground pin, pin 1, is connected to the
cable's shielding, but never to the connector's housing or

+ -
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a chassis ground in any way. Doing so could cause
erratic behavior.

DMX512 signal cables must be daisy chained from light
to light and never split without using a specially designed
splitter unit.

Line Termination

All DMX512 chains should be terminated with a 120-ohm
resistor terminator to eliminate data transmission errors
due to signal reflection. DMX512 terminators are small
plug-in devices that connect a 120-ohm resistor
between pins 2 and 3.

5-Pin DMX512 Connectors

Some DMX512 light fixtures use 5 pin XLR connectors.
To use these lights, a 3 pin to 5-pin adapter cable can be
used wired as follows:

3 Pin to 5 Pin XLR Conversion

Function 3-Pin XLR 5-Pin XLR
Ground / Shield Pin 1 Pin 1
Data - (Cold) Pin 2 Pin 2
Data + (Hot) Pin 3 Pin 3
Not Used Pin 4
Not Used Pin 5

The Conversion from 3 pin DMX512 signals to 5 pin
signals is done very often in the lighting industry.
Adapter cables can be found for this purpose in most

lighting supply stores.
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High-Performance Audio

Most people will not be satisfied with the audio merely
coming through their computer speakers. It is
recommended that a cable be inserted in the computer's
audio-out jack (headphone jack), and be routed to an
amplified system, or to a mixing board. The following
diagram shows such a system:

/) PA SPEAKERS

AMPLIFIER

USB PORT

MICROPHONE
CABLE(S)

TO DMX512 LIGHTS

SOLO PERFORMER SHOW CONROLLER
FOOT CONTROLLER

The important thing to note in the above diagram is that
all of the audio, both from the computer and the stage
microphones, gets routed to a mixer. The combined
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audio signal is then amplified and sent to the PA
speakers. For additional convenience, there are many PA
systems that have the mixer and amplifier combined into
one integrated package.

MIDI Cabling

Solo Performer Show Controller is capable of sending
MIDI files, program changes, and control messages to
external MIDI devices. These MIDI devices connect to
your existing computer’s MIDI interface. If you do not
yet have a MIDI interface, most music stores sell an
adapter that connects to your computer via the USB port
or serial port. Solo Performer Show Controller uses the
computer operating system’s MIDI services to send MIDI
messages, so any MIDI interface that is compatible with
your computer’s operating system as a general MIDI
interface should work.

Since Solo Performer Show Controller sends MIDI
commands, but does not receive them, only one MIDI
cable is required per device. The cable should be
connected to the MIDI interface’s MIDI out port at one
end, and the devices MIDI in port at the other end.
Multiple devices may be strung together by connecting
one device’s “MIDI Thru” port (if it has one) to another
device’s MIDI in port.

It is also important to know which channel your MIDI
device is configured to receive commands on. Refer to
your specific device’s manual to find out how to do this,
as all devices differ. This channel number is what needs
to be used in the MIDI events that can be programmed in
Solo Performer Show Controller.
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Overview of the Software

The Play List Editor Window

The software is primarily composed of five editor
windows. The Play List Editor is the main window from
which all of the other editors are opened. The Play List
Editor looks like this:

Vertical
Play List Library Splitter Play List Lyrics Display
| a / |

/ Adier Sangs pls I'|l
T 0 L

The Alien's Got the Groove...

Got the Groove...

(Guitar Salo - Extended Version)

+ | a ) &~ g v 22:14-359 |
\ Allen Song
ﬂ, :‘j, UJ b ‘ < 3 \ 00:03:07:483
: 1
o - —o—-t \ [« J«] »u ] |
n ) 2l ¢.—g« \ \
e @) ] ev-—e—-r+ \ G lekes foe lriae
— — n | L) T A
| | | \
1 1 \ 1 \
Library Setup Setup Horizontal Foot Controller  Transport
Buttons Buttons Sliders Splitter Status Bar Controls

The play list is a list of audio files, settings, and
associated event sequences that stream with them,
collectively defining a show. To the left of the play list is
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a listing of all saved play lists. The currently active play
list has an orange arrow icon to the right of its name.
When performing a show, the Play List Editor window is
generally in the forefront. Chapter 10 describes the Play
List Editor in greater detail.

The Lyrics Editor Window

The Lyrics Editor is where the text that displays with song
playback is created. To open the Lyrics Editor, a song
must first be on the play list and be selected in yellow.
When these conditions are met, clicking on the Edit Lyrics
setup button on the Play List Editor window opens the
Lyrics Editor. The Lyrics Editor window looks like this:

Lyric Display Area Timecode List

- i \
ann \ Lyrics Editar \

Timecode
00:00:10:427

The Alien's Got the Groove...

Got the Groove...

Chapter 13 describes the Lyrics Editor in greater detail.
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The Lightshow Editor Window

The Lightshow Editor is where light sequences are
defined that stream back with the audio. To open the
Lightshow Editor, a song must first be selected on the
play list. Clicking the Open Lightshow Editor button will
then open the Lightshow Editor. The Lightshow Editor
looks like this:

Lyrics Display Scene Library Timecode List

Clals) \ Lightshaw Edor \ \

Al Rlack Uow o | AN Black NOANAOAON. L

Details on the creation of lightshows using the Lightshow
Editor are given in Chapter 15.

The MIDI Effects Editor Window

Sequences of MIDI effects changes can be created on the
MIDI Editor that will playback in time with the audio on
the play list. To open the MIDI Editor, first select a song
on the play list and then click the Open MIDI Editor
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button. The MIDI Editor will then open and will look like
this:

Lyrics Display Timecode List

\ \
= 0a0a) \ MIDI Events Editor \

Event Timecode
VLN " 00:00:15-00C

He was an alien...

. VL D5t
Yes, an alien! VL Normal
VL d0&5ths
VL Normal
VL DUnison

00C
0C

VL DUnison
VENET

..a Voicel Off

! I
[ ST BATFT FLil 4t RMTAT Euinmt Pafinibian Sankeals [

Chapter 14 covers the creation of MIDI event sequences.

The Hotkey Editor Window

Sequences of key commands can be put together in order
to send key presses to other running programs. This is
done with the Hotkey Editor. With a song selected on the
play list, clicking the Open Hotkey setup button will open
the Hotkey Editor. The Hotkey Editor looks like this:
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Lyrics Display Timecode List

ann \ Hotkey Editor \

Event Timecode
My Hotkey  00:00:32:50C

Time. _00:00:00-000 Saved Hotkeys

- e Hello World
Application to Receive HotKe
o8 5 Keynote Advance
Choose... Keynote Start
My Hotkey

HotKey Event 1o Send

Fi

ntroller b ne
f 1 L
| |
| |

| I I
Hotkey Event Definiton Controls Setup Buttons Hotkey Library

Chapter 17 describes how to create hotkey sequences
using the Hotkey Editor.

The Information Window

Another very important window is the information
window. The information window displays details about
a selected song and can be opened by double-clicking on
a play list row.
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Details about the Information Window are given i

Chapter 10.

~Info for "Alien Song"

General | Events  Lyrics  MIDI |

Song:

Playing Time:
Kind:

Format:

Size:

Date Modified:
Bit Rate:
Sample Rate:
Channels:

ID3 Tag:
Encoded With:
Play Count:
Last Played:
User Category:
Artist:

File Location:

Alien Song

00:04:05:498

MP3 audio file

MPEG Version 1.0, Layer IIl
4.78 MB

11/8/04 7:01:32 PM

192 kbps

44100 bps

Stereo

1D3v2

iTunes v4.7

& [

12/ 15!3"3

Classics

Me!

Macintosh HD:Users:Ron:5ongs:Alien Song.mp3

e
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9

Starting the Software

Launching Solo Performer Show Controller

On Macintosh OS X systems, the Solo Performer Show
Controller application may be launched by double
clicking on the Show Controller icon found in the Solo
Performer Show Controller folder in the Applications
folder.

On Windows operating systems, the Solo Performer Show
Controller application may be launched by either double
clicking on the Show Controller desktop icon, or by
selecting Show Controller from the Solo Performer
Show Controller group in the Windows Start menu.

When Solo Performer Show Controller is launched for the

first time, you will be asked to do two things - fill out
registration information and authorize the software.

System Registration

The Registration Windoww is shown below:
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Product Registration
Please take a moment and register your new software.

Registering your software ensures your eligibility for any free product updates that you
may be entitled to.

You may either choose to register by email or by printing out a mail-in form.

Name |

Address

Email Address |

Serial number (found on the rear of the foot controller)

How will you be using this product? ] Performing solo in clubs
Check all that apply [ Performing with a band
__| Practicing alone
| Other

How did you find out about our product? If by web surfing, what led you 10 us?

(send Registration by Email )

(" Print Registration to Mail )

[a Register Larer %)

Fill out the information on the form, including the serial
number found on the rear of the foot controller.

VZ = E

MANUFACTURED BY

N APPARATUS, COrAAP.A N
HOR: e PA UsSA

TR A ALIEENAPPAR ATUS %

=r: W —
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You may submit the registration in one of two ways.
Registration can either be emailed by clicking the Send
Registration by Email button, or it may be printed and
mailed by clicking the Print Registration to Mail button.

To email the form, make sure that you are connected to
the internet, then click the Send Registration by Email
button. A status box will open that will show the
connection status. When sending is complete, you will
see the following dialog box:

Email Communication Status

Registration Sent!!!
Thank you for registering!

To mail the registration, click the Print Registration to
Mail button and your registration information will be
printed, along with an address to send the page to.

If you click the Register Later button, you may continue
on, but bear in mind that you will be asked to register
the program the next time that it is launched.

Software Authorization

When registration is complete, you will be asked to
authorize your software by connecting the foot controller
to your computer. When the software sees that the foot
controller is connected, your system will be authorized
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for 45 days. Every time that the foot controller is
connected, another 45 days of authorization is granted
automatically. After the authorization period expires, a
dialog box appears asking for the foot controller to be
connected so that re-authorization can be done.

r ~

.Jig‘al, Please connect the foot controller to
r{ authorize the software.
l . You must connect the foot controller once every 45
days or you will be asked to do this again.

Quit

In this manner, we can insure that the Solo Performer
Show Controller system is usable to only those, like
yourself, who have legitimately paid for the system. If
you use the Solo Performer Show Controller system often,
you might not ever be ask to authorize the system again,
because the system will be re-authorized automatically
every time the foot controller is connected.
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10

Play Lists And Audio

Play List Editor Screen Layout

The Play List Editor window can be configured in several
different ways to suit the needs of the task that is being
done. The Play List Expand button, located just below
the play list, causes the play list to toggle between the
default view and an expanded-column view that shows

more information.

4 » -~

00:22:14:359 [!:IJ

Expand Playlist

r—— 4}
N/

Clicking the horizontal splitter bar causes it to collapse
downward, hiding the setup buttons from view. This also
causes the play list to expand to fill the space that has
been allotted. This is often a convenient view for the Play
List Editor to be in while performing a show, because it
removes buttons that probably won’t be used during this
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time in favor of increasing the amount of play list items
that can be seen onscreen at one time.

T pi=
E|1| _'hme Remaining in Play List: 00:22:14 355; @
: : k
D@ [osue)2l)f —o
d an e

A second click on the horizontal splitter returns the view
to its previous state.

Clicking the vertical splitter bar causes it to collapse to
the left, hiding the play list library from view. When this
is done, the lyrics display expands to fill the allotted
space. This view can be useful when the play list has
additional columns displayed, as in the expanded view,
and a larger lyrics area is desired.

Song

2 Amoni
3 X-File:
I—"’/ 4 Little

5 Roswe

Individual play list columns may be shown or hidden as
well. See Chapter 19 for details on customizing the play
list display.
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Play Lists

Play lists are the lists of songs to be played, along with
their associated settings. Settings include song order,
volume setting, tuning setting, lightshow/MIDI/hotkey
associations, and ending conditions. The Play List
Library is displayed on the left side of the screen, and
the play list is right next to it, as shown below.

Tann Alien Sangs.pls

Py Lsts
A S0y o8 Library
Al A in Library
AL MITS 0 Lty
Top 25 Medt Payed
T

(Verse 3)

The Alien's Got the Groove...

Got the Groove...

:—m o Practice (Guitar Solo - Extended Version)

+ i@ | &- g in Peay List- 00:22:14:359 |

n+H- ol 1] % —
515 Belc halsl == [« ou S]]

/| By Ao 4p) 24-—e—-1

Alien Song
00:03:07:483

The “active” play list has an orange arrow icon next to its
title in the Play List Library as shown below:

Top 25 Most Played
Alien Songs

Crowd Favorites

When Solo Performer Show Controller is first launched,
the last used play list will open automatically. If the
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program has never been used before, the “All Songs in
Library” built-in play list will be active.

Sorting Play Lists

Play lists can be sorted by any column, either ascending
or descending. To sort a play list, simply click the
column heading of the column that you wish to sort by.
To reverse the sort direction, simply click the heading
again. To revert back to the unsorted play list, click the
heading of the first column.

Default Play Lists

Four default play lists appear in the play list library: All
Songs in Library, All Audio in Library, All MIDI in Library,
and Top 25 Most Played. These play lists list the
appropriate songs from the folder that is set up as the
“Audio File Folder” in the preferences.

Besides providing quick access to all of the songs in the
library, the default play lists also have another
significance. All settings applied to songs on the default
play lists become the default settings for that song when
creating new play lists. Suppose, for example, that a
song is chosen on the “All Songs in Library” play list, and
the volume is set to 50, and a lightshow and MIDI event
sequence are added to it. When a new play list is made,
and this song is added to it, the song will be
automatically setup with the settings from the default
play list. Note that changing the settings in a default
play list does not affect previously created play lists.
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Making a New Play List

Clicking the “plus” icon that is located just underneath
the play list library creates a new play list. After clicking
the “plus” icon, a new play list will appear in the play list
library and its title will be highlighted so that it can be
renamed. Once an empty play list is created, songs can
be added to it.

|+][i][¢"] Time R
C_'e:techw Playhst"
134

Adding Audio to the Play List

Audio is added to a play list by choosing Add Audio File
to Play List under the Audio menu or by clicking the
button as shown below:

(+)(a Lz~ Time

)

|Add Song to Play List |
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Note that a play list must be active for this button to be
active. Further, the active play list must not be one of
the built-in ones.

A dialog box will appear where the audio file may be
selected for adding to the play list. The default starting
directory can be set in the preferences dialog box by
choosing the Preferences... menu. See Chapter 19 for
details about changing the program preferences.

Another way to add audio to a play list is by dragging
and dropping. To do this, first open a play list that has a
song or group of songs in it that is to be added to the
new play list. Select those songs on the play list by
clicking on them, then click the mouse button and hold it
down. While the mouse button is held down, drag the
mouse so that it is on top of the name of the play list
that is to receive the songs. Let go of the mouse button,
and the songs have been added to the play list, along
with all of the settings for those songs from the old play
list. To see what was done, open the new play list by
clicking on its name.

After adding a song file to the play list, the play list will
look something like this:

Song FX End Vol Tune
1 Little Green Men ®@ U 60 0

There are several things to note about a row in the play
list. First, if there is no lyric file associated with the song
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in the row, the song title will appear in italic text, as in
this example.

Secondly, when a song is added to the list, you will notice
a stop sign icon in the row. This is an indication that
after the song is done being played, no more songs will
play unless the play button is pressed again. This is a
“Stop” ending. If the Stop icon is clicked on, it will turn
into a green arrow. This signifies that after the song is
done being played, the next item on the list will start
immediately without any user intervention. Subsequent
clicking on the ending icon will step through the various
ending options. See the section on Ending Options
further in this chapter.

Thirdly, if effects, such as a lightshow, MIDI event
sequence, or a hotkey sequence are associated with the
song, one of several effects icons will appear in the row.
Details of how MIDI event sequences are made and are
set to a play list follow in Chapter 14. Similarly, details
on lightshows follow in Chapter 15 and hotkey event
sequences follow in Chapter 17.

The screen shot below illustrates these three points -
italic text for songs without lyrics, the ending icon, and
the effects icons:
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Song FX 'End ' Vol Tune
1 Alien Song N7 P 100 o0
2 Amongst Us '@’ O s 4
3 X-Files ¢, 100 0
4 Little Green Men ® QO 60 0
5 Roswell or Bust ® P> 100 0
6 Seeing Things Al | 100 0
7 Two Heads 25 O o5 o

Note that the first song, “Alien Song” has a Continue
arrow in the ending column. When “Alien Song” is done
playing, the next song on the list “Amongst Us” will begin
automatically. Note that “Little Green Men” is listed in
italic text and therefore will have no lyrics displayed. The
Stop icon in the “Amongst Us” row indicates that the
show will stop after “Amongst Us” is done playing,
awaiting the play button to be pressed before resuming
with the song “Little Green Men”.

Observe that most songs have an effects icon in the FX
column, indicating that some kind of event will be
streamed along with the audio. The type of icon
indicates what type(s) of events are being streamed with
the playback. The following is a list of effects icon types:

.

,

4 Lightshow Indicator

\'o

@ MIDI Indicator
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L=

Hotkey Indicator

’

€

MIDI & Lightshow Indicator

A J‘
I,J', S

Hotkey & Lightshow Indicator

@
3

MIDI & Hotkey Indicator

®”%
BN

MIDI, Lightshow, and Hotkey Indicator

Supported Audio File Formats

Solo Performer Show Controller is capable of playing a
variety of audio file formats in a play list. Essentially, the
software supports any audio format supported by the
installed version of QuickTime. Supported audio formats
are shown in the following table:

File Type File Extension
MP3 .mp3

Audio Interchange File Format .aif, .aiff
Wave .wav

MIDI .mid, .midi
MIDI Karaoke kar
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Note that the file extension may or may not be visible on
the audio file, depending on whether or not your
operating system is set up to show or hide file
extensions. Also, on Macintosh systems, file extensions
are not always necessary, so long as the embedded file
type is set correctly. Setting the file type is not usually
done by the user, but by the program that created the
file. If the file was not made on a Macintosh, it might not
be recognized as an audio file if it’s file name does not
end in the extension shown on the chart above.
Therefore, using file name extensions is recommended.

MIDI File Playback

While audio files play back on the audio system of the
computer, MIDI files in the play list can be played either
on the computer’s audio system, or can be streamed to
an external MIDI device. The destination for the MIDI file
playback is set in the preferences. See Chapter 19,
Customizing, for more information on how to choose the
MIDI file playback destination and other MIDI options.

Play List Selections

The song that will be played next is highlighted in yellow.
This selection may be changed by clicking another row of
the play list, by using the up and down arrows on the
keyboard, by using the foot controller to scroll the
selection, or by typing a song name on the keyboard.

When a song starts to play, its yellow highlighting will
change to green, and the next line of the play list will
highlight in yellow. The row that is to be played next
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(the yellow row) may be changed while another song is
being played.

Reordering Play List Items

More songs can be added to the play list by repeated use
of the Add to Play List button or via the pull down
menu. The order of play list items can be changed by
clicking on an item and dragging it to a new position.
When dragging a play list item, a black line will appear
between the rows where the song will be inserted.

Song FX End @ Vol Tune

1 Alien Song ‘_‘”«' > 100 0

° 2 Amongst Us A ?é’ O 8 4
3 X-Files ¢, 100 0

4 Little Green Men ® QU 60 0

5 Roswell or Bust @ |» 100 0

6 Seeing Things Al | 100 0

7 Two Heads 24 O o o

In the picture above, “Roswell or Bust” is selected (its row
is highlighted in yellow) and is being dragged up the list
between “Alien Song” and “Amongst Us”. Note that the
mouse button is still being held down in this picture.
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Song FX End @ Vol Tune
1 Alien Song j"e’ > 100 0
2 Roswell or Bust ® | 100 0
3 Amongst Us X Eé' U 85 4
4 X-Files ¢, 100 0
5 Little GreenMen @ () 60 o0
6 Seeing Things Al | 100 0
7 Two Heads é'i U 95 0

After the mouse button has been released, “Roswell or
Bust” takes its new position, right after “Alien Song”.

Removing Play List Items

Audio files may be removed from the play list by first
selecting the file to be removed by clicking on it, then
selecting the Remove Audio File From Play List item on
the Audio menu. Alternatively, the Remove Song button
may be used as shown below.
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Alien Songs 5 Little Green Men & U &0 o
Crowd Favorites & Seeing Things Al |/ 100 0
Encore Songs 7 Two Heads 340 s o
Friday Night Set List

Saturday Night Set List

Setl

Set 2

Set 3

Songs to Practice

Wednesday Night Jam

@@@ Time Remaining In Play List: 00:04:05:498 @ ’
@ @E o '—‘\_/5' L]
I B 3 [ Y e
.RemmsfmgfmnmvL.s.ﬂ@@@ QY —e— .

In this example, the song in the selected row, “Two
Heads”, will be removed from the play list.

Ending Options

Each song on the play list has several ending options.
The ending can be set by clicking on the icon in the “End”
column of the play list. Every time the ending icon is
clicked, it will toggle to the next setting. Here is an
explanation of what each ending type does:

0 Stop

The song will stop when it gets to the end and wait for
the play button to be pressed before resuming to the
next song on the play list.
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I/ Continue

The next song on the play list will start playing
automatically when the previous one ends.

>

C—“' Full Loop and Continue

The audio will loop continuously. When the stop button
is pressed, the audio will keep going until it reaches the
end of the loop, then the next song will start
automatically.

™%

Partial Loop and Continue
The audio will loop continuously. When the stop button
is pressed, the audio will stop immediately and the next
song will start automatically.

=> 8

=’ Full Loop and Stop
The audio will loop continuously. When the stop button
is pressed, the audio will keep going until it reaches the
end of the loop and then it will stop and wait for the play
button to be pressed before resuming the next song.

-

5 Partial Loop and Stop
The audio will loop continuously. When the stop button
is pressed, the audio will stop immediately and wait for
the play button to be pressed before resuming the next
song.
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Volume Adjustment

The playback volume of a play list item may be set by
first selecting the item on the play list by clicking on it so
that it is highlighted in blue, then move the volume slider
to adjust the volume. The volume level is indicated on
the play list row as a percentage.

@ Show Controller File Edit Audio Lyrics MIDI Lights Hotkey:

®0n Alien Songs
Song FX  Stop Vol Tune

Alien Song » 75

Roswell or Bust 4 ©s4 0

Amongst Us ‘ 7 Qs 3

Little Green Men ® U0

Two Heads ®a U 72 +2

Seeing Things ‘3'; 97 0

Time Remaining in Play List:  00:24:32:991 00:00:00:000

Alien
n-;- Er !‘-'z 0-? iR 0900
N ERIEET ]« >l

C—

Z E—T )iﬂ JJ‘ I ST ol PN Salaeion

In the above example, “Alien Song” is the selected row
and the volume slider has been moved to 75%. Note that
the play list column “Vol” indicates 75.

Time Remaining in Play List

A display of how much time is remaining in the play list
is presented immediately below the play list. This
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countdown updates in real-time as the play list is being
played.

Time Remaining in Play List: 00:04:05:498 @

Audio File Tuning Setting

The tuning of an audio file on a play list may be adjusted
by first selecting the item on the play list so that it is
highlighted in blue, then move the tuning slider to adjust
the tuning. What happens is that the audio will be played
back slower or quicker, thus changing the pitch. Note
that the synchronization of other play list events, such as
light events and lyric text, are not affected by the
difference in speed. All of these will happen at a slightly
slower or quicker rate as well. The tuning setting is
shown on the play list row. A setting of 0 indicates that
there is no adjustment.

—
Q | 4 & o
— GIJ v — — A“D
N
B I Set Tuning of Playlist Selection
. —— —
AP | QW @4l o
| - AL
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See Chapter 12 for more detailed information about how
to use the tuning options available.

Information Window

Double-clicking on a play list row brings up the
Information Window for that song. The Information
Window is organized into several tabs- General, Events,
Lyrics, and MIDI. All of the settings in the Information
Window apply only to the song that is selected on the
play list.

The General tab displays information about the song,
such as how long it is and how many times it has been
played. Adjustments to the play count may be made
here. Clicking on the small arrow icons will increment or
decrement the displayed number.

The Events tab displays the event sequences that have
been chosen to play along with the song playback. By
using the buttons provided, these settings may be
changed.

Also in the Events tab is a setting for ending events.
These events will display after the song is done being
played. This can be very useful for setting a reverb effect
to the off position, for example, in order to talk to the
audience between songs. Another typical use would be
to set the lights to display a scene that is appropriate for
the time between songs.

The Lyrics tab is used to set the track in a MIDI file to use
to display lyrics and chords. Refer to Chapter 13 for
more details.
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The MIDI tab is used to suppress instruments from
playback, substitute instruments, and transpose notes in
a MIDI file. See Chapter 11 for more details.

Saving Play Lists

Play lists are saved automatically. You may, however,
make a copy of an existing play list by choosing Save
Play List As... from the File menu.

When saving, the default file location for the saved play
list is the “Playlist Folder” that is chosen in the
Preferences panel. See Chapter 19 for details.

Play List Locking

Sometimes temporary changes need to be made to a play
list, but these changes are not to be saved. For example,
while performing a play list on stage, it may be desirable
to change a song’s volume. To do this without saving
these changes, simply click the “Unlock” icon so that it
toggles to the “Lock” icon. When the “Lock” is active, no
changes to the play list will be saved.

Opening Play Lists

To open an existing play list, simply click its title in the
play list library. The play list will then open and an arrow
icon will appear next to the name that was clicked on.

To open a play list that is located in a different folder
than the one that is set as the default play list folder,
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choose Open Play List in the File menu and a dialog box
will open where you can navigate to the play list.

Recently used play lists may also be opened by choosing
its file name in the Open Recent Play List sub-menu in
the File menu.

Note that when opening a play list, the default folder for
opening a play list is the one that is chosen in the
Preferences panel. See Chapter 19 for details about
customizing Solo Performer Show Controller.

Audio File Tips

Audio files used for backing tracks can be obtained from
a variety of sources. Here are a few examples of how
backing audio may be obtained:

* From a compact disc recording. Note that on Windows
systems, compact disc audio must first be converted to
another format such as .mp3 or .aiff to be used with Solo
Performer Show Controller

* From a multi-track recording with selected tracks
muted

* From MIDI files obtained on the internet (see Chapter
11 for a method to suppress selected tracks)

* From MIDI files constructed with a computer program
that sequences MIDI files

* From internet vendors who transcribe MIDI files from
audio files for a nominal fee

Alien Apparatus Company, Inc. Play Lists And Audio 79



* From a drum machine recording

* From mail order houses and internet web sites that sell
music with only rhythm tracks. This type of music is very
commonly distributed for practicing musicians.
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be played back. Simply uncheck every instrument that
you don’t want to have playing. After the instrument
selections and de-selections have been made, click either
the button labeled “Apply to Entire Play List” or “Apply to

Selected Song”.

Unchecked Instruments will be Muted

# Acoustic Grand Piano # Wood Bass # Soprano Sax # ice Rain

# aright Acoustic Piano ¥ Electric Bass Fingered # Alto Sax ™ Soundtracks
# Electric Grand Piano @ Electric Bass Picked # Tenar Sax # Crystal

¥ Honky-tonk Piano ¥ Fretless Bass # Baritone 5 ™ armosphere
# Rhades Piano [ Slap Bass 1 # Oboe ™ Bright

# Chorused Piano ¥ Slap Bass 2 # English H ™ Coblin

# Harpsichord ¥ Synth Bass 1 # Bassoo # Echoes

™ Clavinet # Synth Bass 2 ™ Clarinet ™ 5pa

# Celesta ™ Violin # Piccolo # sita

™ Clackenspiel # vicla # Flute ™ ganj

M Music Box # Celle ™ Recorde ™ Shamise

@ Vibraphene ™ Contrabass # Pan Flute # Kata

# Marimba ™ Tremalo Strings # gottle Blow @ Kalimba

@ xylophone ¥ PizzicatoStrings # Shakuhachi ¥ Bagpipe

& Tubular Bells @ Orchestral Harp  whistle ™ Fiddle

™ Duleimer # Timpan: ™ Ccarina W Shanai

™ Draw Organ ¥ Acoustic String Ensemble 1 W Square Lead ™ Tinkle Bell
@ Percussive Organ W Acoustic String Ensemble 2 W Saw Lead ™ Agogo

™ Rock Organ ¥ Synth Strings 1 # Calliope # Steel Drum:
# Church Organ ¥ Synth Strings 2 # Chiffer # Woodblock
# Reed Organ ¥ Aah Choir # Synth Lead 5 # Taike Drum
™ Accordian ™ Ooh Chair # Synth Lead 6 # Melodic Tom
# Harmanica W Synvox # synth Lead 7 # Synth Tem

™ Tange Accordian
¥ Accustic Nylon Guitar

# Synth Lead B
# Synth Pad 1

™ Reverse Cymbal
W Cuitar Fret Maise

™ Accustic Steel Guitar # Synth Pad 2 ™ Breath Noise
™ Electric Jazz Guitar ¥ Tuba # Synth Pad 3 ¥ Seashore
™ Electric Clean Guitar # Muted Trumpet # Synth Pad 4 A gird Tweet
™ Electric Guitar Muted ™ French Horn # synth Pad 5 ¥ Telephone Ring
 Overdriven Guitar @ Brass Section # Synth Pad 6 @ Helicop:
# Synth Brass 1 o Synth Pad 7 @ Applause
A Cuit cs @ Synth Brass 2 & Synth Pad 8 ™ Cunshot
# Drums on Track 10
Cheek All Uncheck All Set for Entire Playlist Set for Selected Song Cancel

Another way to remove unwanted instruments is to
double-click a play list selection to open up the
Information window. The MIDI tab displays all of the

tracks that appear in the MIDI file, and what instrument is
being played on it. Tracks may be enabled or disabled
by clicking the check box. Tracks without a check in the
Enabled column will not play back.
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Info for "X-Files"

General Events Lyrics mipi |

Channel Enabled Instrument Transpose
1 il Synvox ) —a— 0
2 W Synvax _} —— 0
3 v Synvox ) —— 0
4 v Swx )  —O— o
5 W Acoustic Grand P... 1) —— 0
6 54 Acoustic Grand P... 1%) —e— 0
7 4 Acoustic Grand P... _TJ —(—
8 “ Acoustic Grand P... 1% —— 0
[} @ Whistle Z] —Er— 0
10 W Drums 53] S 0
11 il SynthStrings 2 1% —a— 0
12 W~ Synth Strings 2 _T] —— 0
13 il Seashore ) —— 0
14 @ Timpani 3 = 0
15 v Whistle > —=r— 0
16 - v — 0

Changing MIDI Instruments

The instrument that is played back on a MIDI track can be
changed to any one of the General MIDI instruments.
Double-click on a song on the play list to bring up the
Information Window. The MIDI tab displays a listing of
all of the tracks and instruments that are being used in
the MIDI file. To choose a different instrument for a
track, simply click the name of the instrument in the
popup menu and choose a different one.

Transposing MIDI Notes

There are two ways to transpose notes of a midi file. The
first way is to use the tuner slider on the Play List Editor

window. Changing the tuning of a song that is a MIDI file
actually transposes it. Transposition can be done up to a
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whole octave either up or down this way. Note that this
affects all tracks in the MIDI file.

To change the transposition of only specific tracks,
double-click the play list selection to bring up the
Information Window. The MIDI tab displays a listing of
all of the tracks in the MIDI file. To the right side of each
row, there is a slider that can be used to adjust the
transposition of the track. Using this slider, notes played
on each track may be adjusted a full octave up or down.

84  MIDI File Options Solo Performer Show Controller User’s Guide



12

Tuning

Tuning Your Instrument

Pressing the tuner button plays a tone that can be used
for tuning your instrument. The instrument that is
played back for tuning can be chosen from a wide variety
of instruments in the Preferences panel. The note that is
played can also be set in the Preferences panel as well.
See Chapter 19 for details on setting the preferences.
The default tuning note is A 440Hz.
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To stop the tuner, simply press the tuner button a
second time. Note that the volume of some instruments
decay over a period of time, while others continually play.
To restart an instrument that has a decaying playback,
press the tuner button to stop the tuner play mode, and
then press it again to start it going again.
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Tuning the Play List Audio

Once your instrument is in tune with the tuner, the
tuning of the play list audio must be set. The tuning
level can be set as described in the Chapter 12, however,
to assist in tuning, a tuning loop can be set up. A tuning
loop is a section of the audio file that will be repeated
continuously so that proper tuning can be obtained.

To set up a tuning loop, follow these steps:

1. First identify a clean note in the audio file that you
wish to have repeated indefinitely.

2. Move the playback position to just before the note.

LA "
- p— —
Time Remalning In Play List: 00-12:58:422 |IH] 00:00:00:000 00:00:48:852
X-Files

:-r"'“‘- - = 00:00:06:925
— = §e—o—p 1]« ] >u ]
T ]| ey : .

P = T (e

e P e QL™ 5croh D Vol Dan i Voi Dan

Lyric Zoon | Fog 04| J

7

3. Press the Set Tuning Loop Left button. This will
change the tuning loop left position readout to the
current position.
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4. Move the playback position so that it is just after the
note.

5. Press the Set Tuning Loop Right button. This will
change the tuning loop right position readout to the
current position.

DG

Time Remaining in Play List: 00:12:56:962 (M) 00-00:07-898 00:00:08:385
X-Files
00:00:08:385

—o—-p [« J«] o ji] »

r]

6. Press the Play Tuning Loop button to loop play the
audio contained between the two positions that have
been set.

i p ——T—

Time Remaining in Play List: 00:13:46:252 @ 00:00:07
i) —o-
Yy i
‘_‘m 94 — -
)) g v,,_;—-,_‘vy 0 - |- ]
N—

7. Press the Play Tuning Loop button again to stop the
loop playback.

8. If you find that the tuning loop was not set accurately
and that the playback starts too soon or too late, simply
move the playback position to a better spot, then press

the Set Tuning Loop Left button again. This will update
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the starting location of the loop. Similarly, the ending
position may be updated by moving the playback

position and pressing the Set Tuning Loop Right button
again.

The two buttons under the tuning loop set buttons snap
the current playing position to the left of the tuning loop
or to the right, respectively.

]
@y —
a Time Remaining in Play List: 00:13:46:252 @
L .
—
NllO+][1#] /1] «—e

@U'_¢—\_‘UD
@ @4 -;ﬁ “
L 1 A

.\‘.-‘J. Move to Tuning Loop Left Position &

Yy .
D MR T2 —© "

With a well-chosen tuning loop, the playback of the loop
may be compared to the playback of your instrument.
Since it has already been established that your
instrument is in tune with the tuner, the proper thing to
do is to adjust the tuning of the audio file by moving the
tuning slider until the tuning loop is in tune with your
instrument.
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Adjusting the Global Tuning

A slider is available to provide “global tuning”. When this
slider is moved, all play list audio will be tuned up or
down an equivalent amount.

If‘ \{I‘ (—F
eyl -
1321 @i

P p| @4, N e
v C-L UISetGIob:;IkTuningﬂ \
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13

Lyrics

Adding Lyric Text Displays to a Song

Lyrics may be added to any song on the play list so that
they appear onscreen at the appropriate time during
song playback. To add lyrics:

1. Select a song on the play list by clicking it so that it
highlights in yellow.

2. Select the Edit Lyrics item from the Lyrics menu or
click the Edit Lyrics button as shown.

<L b‘“‘a

B oW

B

=4
o

i

&

I

L)
N

N

3. A new window opens up with a lyrics display window
and a table to the right.
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Famn Lyrics Editor

4. Move the song’s playing position to where a lyric text
display event is to be inserted.

Time: 00:00:27:477

B|/|u|m|=[E]=] [ Geneva :

5. Type the lyrics to be displayed at this song position by
clicking in the black rectangle and typing the lyrics. It
may be desirable to add a few blank lines at the
beginning to space the lyrics so that they are centered

vertically.

92  Lyrics Solo Performer Show Controller User’s Guide



Famn Lyrics Editor

6. Press the Add Lyrics to Timecode button to add the
lyrics to the lyric list on the right.

Tann Lyrics Editor

He was an Alien...

Yes, an Alienl

Time: 00:0027.477

8| /[u == [ Geneva ) (18 7%) [@]

B3 B35 FaE 49

7. Move the song’s playback position to another place
and add additional lyrics. Make sure that the lock icon is
in the unlocked position (See further in this chapter for
information about the lock icon). Note that the black
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screen still retains the previous lyrics, so long as the
playback position is ahead of the previous location. The
display will always show the lyrics that will be displayed
on-screen at the proper moment. Pressing the Clear
Lyrics button clears the display so that new lyrics may be
entered.

<4 »

Time: 00:00:27:477
B| /U] :___ Geneva 3

B82>23 BxE F3E

Clear the Lyrics Window

8. The display of the lyric may be tested at any time by
moving the song’s position slider so that the playback
position is before the lyric event, then start the song’s
playback by clicking on the play button. The song will be
heard and the lyric text will appear when the song
reaches the time that was set.

Time: 00:00:19:712
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If the lyrics do not appear at the correct time, the time
may be tweaked by clicking on the cell in table that
contains the lyric’s timecode. The timecode may then be
manually edited by typing another timecode. Note that
whatever is typed must be in timecode format or it will
be rejected. The format is XX:XX:XX:XXX where the X’s
are numbers indicating hours, minutes, seconds, and
milliseconds. Make sure that colons are used where
indicated.

Timecode
00:00:07:000
00:00:11:500
00:00:15:500
00:00:21:000
00:00:27:500
00:00:28:000
100:00:40:000)
00:00:47:500 ®
00:01:00:500

Deleting a Lyric Text Event

Lyrics may be deleted from the playback list by doing the
following:

1. Select the lyric event to be deleted from the table by
clicking it

2. The song’s playback position jumps to the timecode of
the selected row

3. Press the Delete Timecode Event button
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Time: 00:00:40:000

u| |EEI=] [ Geneva ) (18 ) [a

>3 (BE| | FE|  E>B <4

Delete Timecode Event

4. The lyric is deleted from the table

The Lock Button

When the lock button is unlocked, the lyrics display will
update the screen as the song position is moved. When
in the locked position, the lyrics display will not change
automatically with the song. The locked position is very
useful while editing, but the unlocked position is
generally what is used for song playback.

an a4 »

) (15 ™) [a _19) (1 ) [

Lock Lyrics Unlock Lyrics

g [ 4T 3

Using the Clipboard to Copy and Paste Lyrics

Lyrics can be copied from another source such as a word
processor or text editor, and pasted into the Lyrics Editor
using Paste from the Edit menu. This can be done one
screen-full of information at a time, or the new Slice
feature can be used.
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To Slice button, along with the Lock button, make it easy

to copy and paste an entire song’s lyrics to the Lyric

Editor. Follow these steps to paste complete lyrics into

Solo Performer Show Controller:

1. Copy lyrics from a Word Processor or text editor using

Copy on the text editor’s Edit menu.

2. Return to Show Controller and move the song position

to where the first lyric is to be placed.

3. Choose Paste from the Edit menu. At this point, all
of the lyrics for the entire song should be in the lyrics
display.

4. Click on the Lock button so that when the song
position is moved, the lyrics will not change.

4

) (1 ) @

i3

| Unlock Lyrics
bt b

5. Move the text insertion point to the end of the first
lyric to be saved to the timecode by clicking the mouse
the lyric text.

in
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Famn Lyrics Editor

He was a bad little alien L
flying around the sky|

He loved to buzz the natives
but he didn't know why...

Bad Alien
Bad Bad Alien

Runing round in circles
waving little guns

6. Click the Slice button. All of the lyrics that were
before the text insertion point have been saved to the
timecode list at this position. Additionally, they have
been deleted from the current screen full of text.

feneo Lyrics Editor

He loved to buzz the natives
but he didn't know why...

Bad Alien
Bad Bad Alien

Runing round in circles
waving little guns

Take me to your leader

7. Move the song position to the location of the next
part of the lyrics. Note that the lyric display should not
have changed. If it did, the Lock button is likely not
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active, and you will have to go back to the word
processor to copy the lyrics again.

8. Move the text insertion point to the end of the next
group of lyrics to save

9. Click the slice button to place the lyrics.

10. Repeat this process until all of the lyrics have been
placed in the timecode list.

11. Click the Lock button to unlock the changing of the
lyrics display.

12. Play back the song from the beginning to verify that
the lyrics are saved correctly.

If the timecode requires a bit of tweaking to get the lyrics
to appear at the right time, simply click on the time in
the timecode list and edit the numbers.

Most of the lyrics will likely require that some formatting
be done to them so that they are centered in the display,
for example. To edit a lyric page, click the timecode of
the page in the timecode list to make the lyric be shown.
Make sure that the lock is in the unlocked position when
this is done. Now, edit the display as much as required.
When finished, simply press the “Put Lyrics in Timecode”
button and the current display will overwrite the previous
one.
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Exiting the Lyric Editor

When finished entering lyrics, press the Exit Lyric Editor
button and the lyric edit window will close. When the
play list is run, the lyrics will display onscreen.

a p»

“Time: 00:01:08:692

Geneva _:' 18 _31 =

8IS W.LIS|RISLY JEINE. TN

Exit Lyric Editor

Embedded Text In Karaoke & MIDI Files

Any text that is embedded in a MIDI file may be used as a
source of lyrics. Karaoke MIDI files, whose filename ends
in “.kar”, work as well. To do this, double-click on the
song in the play list. This will open the Information
window. On the Lyrics tab, select a track to use for the
lyrics. Another track may optionally be selected to
display the chords of the song as well.

After choosing which tracks to use a source of lyrics and
chords, the sample lyric display window shows the result.
Dragging the slider that is under the sample lyrics
display changes the lyrics pages.
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Info for "HOME"

General Events Lyrics MIDI

None
Use embedded lyrics from track:

Use chord display from track: | 16 s 1

Sample lyrics display

Upon leaving the Information window, the lyric display in
the Play List Editor will be updated to match the
selections.

If using embedded lyrics, and a change or addition is
desired, the lyrics must first be converted to the normal
Solo Performer Show Controller lyrics format. To do this,
simply choose Convert Embedded Lyrics from the
Lyrics menu. After doing this, click on the Edit Lyrics
setup button and the lyrics may be edited as usual.

Using LRC Lyric Files

LRC lyric files are text files that contain lyrics and
associated time code and have a filename that ends with
“Irc”. LRC files are fairly common and can be found at
various web sites on the internet.
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To use an LRC lyric file with Solo Performer Show
Controller, first select a song on the play list. Then
choose Import LRC File from the Lyrics menu. A dialog
box will appear that prompts for the LRC file. Select the
file that is to be used with the selected song and click
Open. A lyric file for use with Solo Performer Show
Controller will be automatically generated for the song
using the data that is in the LRC lyric file.

Lyric Text Tips

There are a couple of approaches to entering lyrics. In
one approach, each phrase may be entered as an
individual event. Alternatively, a whole verse may be
entered and allowed to stay onscreen for a long period of
time. Either technique may be employed with success.

Another technique that may be done is to insert blank
screens a few seconds after a lyric is displayed. This
works particularly well when a lyric is repeated a few
times in a row. Without the blanking of the screen, one
would not know when the second lyric is to be, because
the appearance of the screen would be the same.
Another technique that may be used is to put non-lyrical
information on the screen that may be helpful during a
performance. For example, when a guitar solo is coming,
one could put a lyric display that reads “(Guitar Solo)” so
that the performer knows what needs to be done.
Whatever such informational text needs to be displayed
can be displayed. Use lyric text as your information
billboard.
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MIDI

Introduction

Sequences of MIDI program changes and control
messages can be applied to items on the play list. While
this functionality was initially intended to change presets
and individual settings on effects units automatically as
the show runs, there is enough versatility to allow artists
to be very creative.

MIDI event sequences are composed of one or more MIDI
events, each of which can contain up to six sub-events.
This allows, for example, six different effect parameters
to be changed all in one shot and saved as a MIDI event.

Physical MIDI devices are cabled to your computer
system's MIDI interface. For details on this, see Chapter
7, Wiring the System.

MIDI Event Editor

To begin creating a sequence of MIDI events to add to a
play list, first select a play list item, and then click on the
Build MIDI Events button.
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The MIDI events editor now open and looks like this:

|-

Tann MIDI Events Editor

Event Timecode

-

Time:  00:00:00:000
MIDM Event Type  MIDI Destination Channel Prog/Ctl Value  Send
Nane

Saved MIDI Events
British Shred
Chorus
Neolead
W ® | Test
VL D5ths
VL dO&S5ths
VL DUnison
VL Normal

A Vaolcel Off

Nane
Nane

a....;.,,.vp
zlz
zlz

#)\E BN

A EE
HEE

The song that was selected in the play list is now
available for playback, and when it plays, its lyrics, if any
have been defined, will show in the black rectangular
lyrics display area. To the bottom right of the screen is a
listing of all previously saved MIDI events. Above this list
is a listing of the MIDI sequence that will be built. The
controls under the lyric display area are used to create
new MIDI events. The column of buttons between these
controls and the MIDI events list are used to manage
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MIDI events by doing such things as saving and deleting
them, and placing them in the sequence listing.

Creating a MIDI Event

To begin creating a MIDI event, first select the event type
that is desired in the drop down list as shown.

‘Hyp —_— e aw

Time: 00:00:00:000
MIDI Event Type MIDI Destination Channel Prog/Ctl Value Send

None

0g Chang
Control Msg k'
O ——
None .
None

None 1)

[«]]«]] «

DV B W N e

Then choose the MIDI device that will receive the MIDI
messages by clicking on the drop down MIDI Destination

list.

LIS am
Time: 00:00:00:000

MIDI Event Type MIDI Destination Channel Prog/Ctl Value Send

Prog Change ? = 1 _:\ @

None
None
None

None

o s W N e

None

In this example, Solo Performer Show Controller found
that there are two MIDI devices connected to the
computer’s MIDI system: a TC Halion VoiceLive effect unit
and a Digitech GNX3 guitar processor. If you don’t see
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your MIDI devices showing up, choose the Launch MIDI
Control Panel... menu option on the MIDI pull down
menu. This will open up your computer system’s MIDI
control panel so that you can debug your setup.

Now select the channel that the device will receive the
commands on.

e

Time: 00:00:00:000
MIDI Event Type MIDI Destination Channel Prog/Ctl Value Send

1 [ Prog Change 7+) Digitech GNX3 |+] L ®
2 None T] :‘ | : i

3 | None 3 :‘ | 4

4 None ) L‘ | ;

5 None ? L‘ | 7

6 | None B M v |

Finally, type in the program to send to the effects unit.
In this example, we would like to change the guitar to
preset number 55 during the chorus of our song.

e a n

Time: 00:00:00:000
MIDI Event Type MIDI Destination Channel Prog/Ctl Value Send

"Prog Change | Digitech GNX3 3 1 78 55'\ ™)
“None 3] =
‘None &)
‘None  |s]
‘None  |&)
‘None  |#)

A oV BhE W N e

B EIIENIENES

.

Program change events do not require a value to be
entered in the value field, thus the field is inactive. This
field is only needed for Control Message events.

We can now test what we have to make sure that it works
by pressing the Send button.
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:00:000
Channel Prog/Ctl Value Send
1 %) 55 )
—

L3
Send MIDI Event Now N @

4

After pressing the send button, the Digitech GNX3 unit
changed its preset, but it changed to preset number 56!
Many MIDI effects units display their preset numbers
starting with one, even though they start with zero
internally. This means that on some effects units, in
order to change to a displayed preset number, we would
have to subtract one from the displayed number and use
that as our program number. So, to get preset number
55 to appear on the GNX3 unit in our example, we would
have to use 54 as our program number. Note that there
is a preference item that can be set to make this easier.
The preference item makes “renumbers” the program
changes so that their starting program number shows up
as 1 instead of 0. Setting this preference item in this way
will make the correlation between the software’s display
and the MIDI device compatable.

To continue with our example, suppose further that we
want to change both the guitar sound and the vocal
reverb level during the chorus of a song at the same
time. To do this, we can add a second line of
instructions to our MIDI event. The second line will be a
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program change to the VoicelLive processor to change its
reverb setting to 85.

First, choose the event type Program Change in the drop
down list.

> C a
Time: 00:00:00:000

MIDI Event Type MIDI Destination Channel Prog/Ctl Value Send

Prog Change [#) Digitech GNX3 |») (1 I8) 55| ®

i

¥ None -
Prog Change
Control Msg

" None [

None

1" 1‘_| 4|| 1‘;| 4_|

S W N =

Now choose the device to receive the Control Message
and the channel that the device will be reading from.

L an

Time: 00:00:00:000
MIDI Event Type MIDI Destination Channel Prog/Ctl Value Send

1 [ Prog Change [3) Digitech GNX3 |») (1 [3) 55 )
2 | Control Msg %] VoiceLive 3 i 1 @
- ol

3 None - | :-_ = 3
4 | None :) 2 B

T — =8 s
5 None - ._-_ [ =
6 | None ) - | v

—

Now type in the Control number for the parameter that is
to be controlled followed by the value that that control is
to receive. In our example, we want to change the reverb
level of the VoiceLive unit to 85. The VoiceLive manual
tells us that control number 91 sets the effect level and
can accept a value between 0 and 127.
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4 an
Time: 00:00:00:000
MIDI Event Type  MIDI Destination Channel Prog/Ctl Value  Send
Prog Change '] Digitech GNX3 = (1 ®) ss -]
2 ) a1 sy N )

Control Msg T‘ VoiceLive
‘None &)
‘None |3
‘None %)
None ?‘

S v b W N

(Ll FZIL

After testing the control message by pressing the Send
button, the group of two MIDI messages can be saved as
a MIDI event by clicking the Make MIDI Settings into an
Event button.

an
10:000 Saved MIDI Events
Channel Prog/Ctl Value Send British Shred }
1 W sS & Ehc:lrusd
e | I 1 - eolea
i ! 8 @ ) > @ Test
1 Make MIDI Scuingski.-\(o an Ev.c‘r“.t D5ths
— — verd O&5ths
VL DUnison
. VL Normal
— .q Voicel Off
& ! ..

-

After pressing the button, you will be prompted for a file
name for the new MIDI event. By default, the MIDI events
will be saved in the location chosen as the default MIDI
event files location that is set in the Preferences panel.
Most users simply choose the default location. Refer to
Chapter 19 for details on changing this setting.

After saving the MIDI event, it will appear in the MIDI
events list in the lower right of the screen. In this
example, we saved the file as “Chorus & Guitar”
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———

Saved MIDI Events
Prog/Ctl Value  Send British Shred 2
55 @ Chorus & Guitar A
L - : Chorus
91 85| @ | 3 > @ Neolead

= Test

VL D5ths

VL dO&5ths

VL DUnison

,_g VL Normal

EE .Y %

)

Saved MIDI events may be re-opened to the editing
controls by first selecting the MIDI event in the MIDI
event list and clicking the MIDI event to Controls
button. This gives the opportunity to make changes to
previously saved MIDI events.

I
—_——
- [= Saved MIDI Events
Prog/Ctl Value Send ®>E British Shred )
55 ® Chorus & Guitar
F . 1 1 Chorus
91 85 @ WP Neolead

Test

®> téd] VL D5ths

[ Open MIDI Event to Controls L dO&5ths
=

.a VL Normal .

(W LY -

MIDI events may be deleted by first selecting the MIDI
event from the MIDI event list and clicking the Delete
saved MIDI Event file button. This action permanently
erases the MIDI event file from your hard disk, so use this
with caution.
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®> = Saved MIDI Events
_Prog,r‘CtI_ Value Send British Shred 2
55 ® | Chorus & Guitar
91 " g5 1 ® : Chorus
E] > @ Neolead
—_— Test
@ > 4 VL D5ths
= VL dO&5ths
o L ®3 B\ pynison
Delete saved MIDI Event file 'L Normal s

T ¥ PR LV

Creating a MIDI Events Sequence

To arrange MIDI events into MIDI event sequences for use
on play lists, follow the following steps:

1. Move the song position indicator approximately to
where the event is to occur in the song. Playing
back the song a few times helps to get the position
figured out. Also, use the lyric display as a guide.
Accuracy is not very important at the moment, as
the exact position will be tweaked later.
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He was an alien...

Yes, an alien!

<4 » a n

Time: 00:00:22:431

2. Select the MIDI event to be inserted by clicking on
it so that it highlights. Then click the Put MIDI
Event in Timecode button. The name of the MIDI
event will now appear in the MIDI sequence listing.
Alternatively, MIDI events may be dragged and
dropped from the MIDI event list to the sequence
list. Users will find the drag and drop method to

be quicker.
a »
D [= Saved MIDI Events
Value Send ®\‘> British Shred B
{ Put MIDI Event in Timecode ]3] :
—— Chorus
W > @ Neolead

- Test
@ > | v psths

(3 VL dO&Sths
@38 |\ punison
‘a VL Normal

lolead MEC
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Event Timecode
Chorus & Guitar 00:00:22:43

- :

3. Move the song position indicator to a place before
the newly inserted event. Play the song and the
MIDI event will stream along with the playback.
Tweak the event’s time by editing the time in the
sequence listing by clicking on the time displayed
and typing. All times must be entered in the
following format: XX:XX:XX:XXX where the first
two X’s are the hour, followed by minutes,
seconds, and finally milliseconds. Don’t forget to
use colons as separators. Invalid timecodes will
not be accepted to the sequence listing.

Event  Timecode
[ TE=300:00:22:50C
R

4. Repeat steps 1 through 3 as necessary to build up
a listing of MIDI events that make up a sequence.

5. MIDI events can be removed from the sequence by
selecting the row on the sequence list by clicking it
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so that it is highlighted, then click the Delete MIDI
Event from Timecode button.

MIDI Events Editor

He was an alien...

Yes, an alien!

Saved MIDI Events
British Sh.

6. Save the MIDI event sequence by choosing Save
MIDI Sequence from the File menu. You will be
prompted to supply a file name and the file will be
saved in the directory indicated in the Preferences
panel. Most users simply choose the default
location. See Chapter 19, Customizing, for more
information on setting default file locations.

@ Show Controller BalEy Edit  Audio Lyrics MIDI  Lights Hotks
900 New MIDI Sequence #N
Open MIDI Sequence #0
Open Recent MIDI Sequence

Save MIDI Sequence As...

Got the Groove...
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7. Saved MIDI event sequences may be opened by
choosing Open MIDI Sequence from the File

menu. This allows previously saved sequences to
be edited.

" @ show Controller [ Edit Audio Lyrics MIDI Lights Hotke
[@o006 New MIDI Sequence 3N

Open Recent MIDI Sequenc®
Save MIDI Sequence
Save MIDI Sequence As...

Got the Groove...
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Exiting the MIDI Event Editor

To exit the MIDI event editor, either close its window
using the window’s close box, click on the Exit button, or
choose Exit MIDI Event Editor from the File menu. In
either case, you will be prompted to save any MIDI
sequence that has not been saved.

Adding MIDI Event Sequences to a Play List

Every Item in the play list may have a MIDI Event
Sequence associated with it. To add a MIDI Event
Sequence to a play list item, first select the play list item
by clicking on it so that it is highlighted, and then click
on the Add MIDI Events button. Alternatively, the Add
MIDI Events menu item on the MIDI menu performs the
same action.

1y

n[a.] " fofir
e
/By e

! 2

After choosing this command, by either the button or the
menu selection, you will be prompted to select a MIDI
Event Sequence file to add to the play list item. After
selecting the file, the selected play list row will now
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display an icon that looks like a MIDI cable plug in the FX
column to indicate that that a MIDI events sequence is
part of that play list item. Because the FX column is used
to indicate the presence of other items such as
lightshows and hokey sequences as well, the icon could
be combined with the icon of other event types. For a
complete list of icon types, see Chapter 10, Play Lists and
Audio.

Song FX End Vol Tune

1 Alien Song ® O w0 o
R

When a song on the play list is played, and it has a MIDI
event sequence associated with it, the MIDI events will
stream, using the timing of the song as a guide.

Removing MIDI Event Sequences from a Play
List

MIDI event sequences may be removed from play list
items by first selecting the play list item by clicking on it
so that it is highlighted, and then click on the Delete
MIDI Events button. Alternatively, the Delete MIDI
Events menu item on the MIDI menu performs the same
action.
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Remove MIDI Event Sequence from Play List )) \

Adding an Ending MIDI Event

An “ending MIDI event” may be added to each play list
item. An ending event is simply a MIDI event from the
MIDI event library that gets sent whenever a song ends.
This could be useful to reset MIDI effects after the end of
a song, for example.

To add an ending MIDI event, double-click a play list
item to open the Information window. The Events tab
shows what ending MIDI event will be sent. Click
Change to change it or click Remove to remove an
existing event.
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Info for "Alien Song™

! General | Events | Lyrics MIDI .

1

Running Show Sequences

Lightshow: None Change... Remove

MIDI Sequence: None Change... | | Remove

Hotkey Sequence: None Change... | | Remove
Ending Display Events

Light Scene:  None Change... [ Remave

MIDI Event: None Change... [ Remove

Hotkey: None Change... | Remove
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Lights

Defining New DMX512 Devices

The first step in creating a lightshow is to define your
light devices so that Solo Performer Show Controller
knows what lights you have. Solo Performer Show
Controller treats each DMX512 address as a separate
device, thus if a light requires 3 DMX512 addresses, 3
Solo Performer Show Controller devices will need to be
defined to fully control this one light. For example, a
light accepts lamp control commands on address 1,
speed commands on address 2, and color commands on
address 3. To control this light, a Lamp Control device is
created, as well as a Speed Control device and Color
Control device. This light will then take up three
channels in the lightshow editor window.

New DMX512 devices are created by choosing the menu
item New Device File from the Lights menu. After
choosing this menu, the Device Editor window opens. On
the Device Editor is a DMX Description Table that has two
columns. The first column, with the heading DMX, is
already filled in. This column contains the DMX512
values from 0 to 255. Next to this column is an empty
column with the heading Description. The cells in this
column may be edited by clicking in them and typing.
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Device Editor

Device Type = DMX512 k_:] Display Icon

DMX Value Description @) Lamp Control Strobe

C ) Color o _)Iris [ Beam Size e

) Speed » _)Focus / Lens

Dimmer / Intensity ) Zoom

2

3

4

5 _ Relay g _) Frost

6 _) Time / Duration _) Filter

7 _) Position X X _) Effect / Prism
9 _ Position X Fine X _ Effect Rotate

10 _) Position Y ¥ _ Gobo Rotate

rODk « 8P

11 ") Position Y Fine v | ()Fog
") Rotation ") Special Function  f
14 ") Rotation Fine : ") Red

15 ) Pan _) Green

") Pan Fine ") Blue ®
18 O it _) Cyan

19 ) Tilt Fine ) Yellow

") Goba o ) Magenta ®

Cancel [ Save De\fice‘}

To create a new DMX512 device, first make sure that
DMX512 is selected in the Device Type drop down
menu. Next, enter a description next to the DMX512
values. Consult the documentation that was supplied
with your device to find the DMX512 table. Note that all
DMX512 values need not have a description next to
them; only the values that are actually used by the device
will be filled in. The contents of the description that are
typed are not really important. The description needs to
be typed for a couple of reasons. First, it signifies that
the DMX value in that row is important to your device.
All rows without descriptions are not used in the
Lightshow editor. Secondly, the description that is typed
here is the text that shows up under the sliders in the
Lightshow editor screen. It is therefore best to keep the
description short in length, but meaningful. Also, it is
best to keep the number of rows used to a minimum,
because each row will show up as a separate slider
setting. So, for example, when setting up a light that is
Red for all DMX512 values from 20 through 40, just pick
a number in that range and set its description to "Red".
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Setting the description in the whole range to "Red" would
create a slider in the Lightshow editor that has many
unnecessary settings for "Red", making it more difficult
to use.

Device Editor

Device Type DMX512 ) Display Icon

DMX Value Description ~ Lamp Control ~ Strobe
0 Blk = =
1 @ Color o Iris / Beam Size e
2 ") Speed » | (O)Focus / Lens (]
3 ") Dimmer / Intensity ~) Zoom Q
5 ) Relay ") Frost i
6 ") Time / Duration ") Filter ¥
7 ") Position X ") Effect / Prism &
g ") Position X Fine ") Effect Rotate &
10 Blk/Wht ") Position Y ) Gobo Rotate +]
11 ) Position Y Fine ") Fog
12 ~) Rotation ) Special Function
13 -
14 __ Rotation Fine _Red
15 ") Pan ) Green
15 — = -
17 _) Pan Fine ) Blue L ]
18 D Tt 7 Cyan
19 ) Tilt Fine ) Yellow
20 Wht ) Gobo o Magenta o
21 -

Cancel (Save Device ) &

Before saving the new device file, choose a graphic icon
from the list on the right by clicking the button beside
the icon of your choice. The text descriptions are
present only to serve as a suggested use for the icon.
The text will not appear anywhere, only the icon will.
The icon will show up in the lightshow editor screen
above the slider, representing the type of device that the
slider controls.

When all edits are done to the DMX Description Table,
press the Save Device button and you will be prompted
for a name and location for the new device file. By
default, device files are saved to the "Device Library"
folder. Only device files that are saved here will show up
for use in the Lightshow editor screen.
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To abandon the work in the Device Editor, choose the
Cancel button to exit from the Device Editor without
saving a device file.

Defining New MIDI Devices

MIDI light devices are defined using the Device Editor
window, much like DMX512 devices. MIDI light devices
can be configured in several ways:

1. Change settings based on Note-On command
velocities.

2. Change settings based on Poly Aftertouch
command amounts.

3. Change settings based on a Control Message
command’s value.

4. Change settings based on a program change.

In all cases, the value that is sent to the light is what is
defined in the device editor. This can be velocity, poly
after-touch amount, control value, or program number.

The parameter that determines what light will get the
command is not defined here. For example, the note
number or control number could be used to determine
what light is to respond to the command. This is done in
by setting the channel number. Details of how to do this
follow later in Configuring the Channels in this chapter.

When the device editor opens up by choosing Define
New Device File... from the Lights menu, first choose
the device type from the popup menu. For example, to
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make a light device that responds to MIDI Note-On
commands, choose MIDI Note.

Device Type

Velocity

N B RO

10
11

13
14

16
17

19
20
21

DMX512

MIDI ATouch X
MIDI Ctl
MIDI Prg

—

Cancel

Device Editor

Display lcon

@ Lamp Control

~) Color -
) Speed 'Y
) Dimmer / Intensity

O Relay

) Time | Duration

) Position X

) Position X Fine

) Position Y

) Position Y Fine

) Rotation

) Rotation Fine

O Pan

) Pan Fine

Ot

) Tilt Fine

O Gobo )

( Save Device )

) Strobe

) Iris | Beam Size
) Focus | Lens

) Zoom

) Frost

) Filter

_) Effect f Prism
) Effect Rotate

) Gobo Rotate
_)Fog

) Special Function
) Red

) Green

) Blue

_) Cyan

) Yellow
) Magenta

Ol « & P @

o~k

Now enter a description for the light values that you want

to use. For example, if using a MIDI dimmer pack that

varies the brightness of the light from 0 being off, to 127
being on, the light device table could be set up like this:

Velocity
0
13
25
38
51
64
76
89
102
114
127

Description

Off

10%
20%
30%
40%
50%
60%
70%
80%
90%

100%
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Such a device would then have a Device Editor table that
looks something like this:

Device Editor

Device Type | MIDI Note ) Display lcon

Velocity Description ™) Lamp Control ) Strabe
{1) ) Color o _)Iris [ Beam Size e
2 ) Speed ¥ _) Focus / Lens (]
3 (@ Dimmer / Intensity ~) Zoom Q
; _ Relay , _) Frost 14
[ _) Time / Duration _) Filter Y
7 _ Position X | _J) Effect / Prism o
g _ Position X Fine x _ Effect Rotate &
10 _) Position Y ¥ _ Gobo Rotate =]
11 7) Position Y Fine v | ()Fog
ii 10% : Rotation Special Function  f
14 ") Rotation Fine 2 ) Red
15 k ) Pan ") Green
i? : Pan Fine Blue ®
18 2 Til ) Cyan
19 ) Tilt Fine ) Yellow
20 ) Gobo o ) Magenta o
21 =

Cancel [ Save Device)

Editing Existing Devices

The description table of existing light devices may be
edited by choosing the menu item Edit Existing Device
under the Lights menu. Upon choosing this command, a
dialog is presented in which the existing device file is
chosen to open. After choosing a device file, the Device
Editor window will open, allowing changes to be made to
the description table. After all edits are complete, the
changes may be cancelled by pressing the Cancel button,
or saved by pressing the Save Device button. Pressing
Save Device presents a dialog in which a name may be
entered for the device file. If a new name is chosen for
the device file, a new device file will be created, leaving
the original intact. This is a great way to make many
device files that are similar, using one as a template.
Alternatively, the same name may be entered as the
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original device file, and the option to overwrite the
existing file is presented. If the goal is to update the
existing device file, choosing to overwrite the existing
file will accomplish this.

Lightshow Editor Overview

To begin building a lightshow for a play list item, first
select the play list item by clicking on it, and then press
the Build Lightshow button.

hfd ﬁf M @-l' K
T EES 1§
/| B}

The lightshow editor window opens up. This is where
lightshows are constructed for the play list song
selection. To make a lightshow, light scenes need to be
defined. Then, the scenes are arranged in order on the
timecode list.
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Configuring the Channels

There are 32 channels of lighting control available. Each
channel can be set up to control a device that has been
defined in the device editor. To choose the device to be
controlled by a channel, click the device button and a
menu will pop up that will list all of the devices that are
available in your device library. The folder of the device
library is chosen in the preference panel. See Chapter 19
for details on changing user preferences.
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After choosing a device for the channel, the device’s icon
will appear in the button.

The address that will be used for the channel is selected
by the popup menu as shown below. If the device used
for this channel is a DMX device, this address must
match the address set on the lighting device. Also, the
address must be in the range of 1 to 32. Refer to your
lighting device’s manual for information on setting up its
address. This is usually accomplished by setting DIP
switches on the device.

If the light device used with this channel is a MIDI device
using Note-On or After-touch commands to control the
lights, the Channel number refers to the MIDI note
number that is assigned to this light. If the light device
uses MIDI control messages to control the lights, the
channel number should be set to the MIDI control
number that will control the light. If the light device uses
MIDI program changes for control, then the channel
number is unimportant.
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NAME

DENCE [ 31 Bl
ADDRESS BN 3; .-

A short designation for the light device may be entered in
the name box. This is there for information purposes
only so that the 32 channels of lights may be
differentiated from one another.

When all of your channels are configured, the
configuration can be saved by selecting Save
Configuration from the Lights menu.
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Saved configurations may be opened by choosing Open
Configuration from the Lights menu.

The most often used configuration may also be set to be
the default configuration, that is, the one that opens
automatically when you enter the lightshow editor. See
Chapter 19 for details on saving user preferences.

Making a Light Scene

The 32 sliders are used to select the values to send to
the light devices. By moving a slider, the description of
the value being sent to the light appears in the box
below the slider. Note that if the text is too big to fit in
the box, the full text will appear if the mouse is held over
the text box for a few seconds.
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Time: 00:00:00:000
NAME F rsL l rsa i A EE
DEVICE ol o i o B o [ o B o B o B o Bl o i o B o
BRDRESSH: Nz N B+ NS NE N7 JlE N e 2 3 s L lES LG

RATIABT UL

VALUE =

- W yan L Rilue )

The first item in each slider’s list is “Previous”. Using this
setting for a light scene causes this light to merely keep
on doing what it was previously doing in the last light
scene displayed. Using this setting, a scene could be
added where only one light does something and all of the
other lights are set to “Previous”. This would allow this
scene to be inserted into a lightshow in various places to
make the one light change without affecting other lights.

Also note that when the sliders are moved, the
corresponding lighting device will change in response to
the slider movement if it is connected and the light’s
address is set up properly!

Saving a Light Scene
When all channels are set, the slider states may be saved

as a scene. This is done by pressing the Save Sliders to
Scene button as shown below.
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Back Gi’een

Back GrnCyan
Rarl I+ Rliia

t] B 3¢
3

Make Slider Settings into a Scene

4 b hﬁ

3 » » » 2 3 2 » » » 3

19,][ze ,1 121 .1 122 123 ,| |24 ,}|zs ,}lz6 ,Hi27 /028 ,[izo ,

A dialog box will appear to enter a name for the scene.
After saving, the scene will appear in the scene listing.

Lightshow Editor

Saved Scenes Scene Timecode
FCyan FSCyLtE &

FGrn FSCyanLBl

FGrn FSYel

FMag FSCyan

FMagPnk FSYel...

Front DYel

Front Orange

Front RedOrg

Front White

FSR YSpot BacksS...

FWht BBlk

FY FSCyLtB

FYel FSCyan

FYel FSMag

Junk Test

On Back RJ
On Front

SA All

SA Back

SA Front
Cidac N o Clreas

¥E

v

] P 3
3 > 6
It N1 ¢
an E |
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Deleting a Light Scene

Scenes may be deleted from the scene listing by selecting
the scene in the listing and clicking the Delete Scene
button as shown below.

Junk Test

l] v N v Scene
On Back

On Front

SA All

SA Back

SA Front

Cidac PRIo Slowas LY

3o E

tH > 3
3 >
A TN

41 Delete Scene from Scene List
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Adding a Scene to a Lightshow

To make a lightshow, scenes are added to the timecode

listing. To do this:

1. Move the playback position to where the scene is

to be placed.

< »

Tlme 00:00:21: 451

NAME 'RCFIFL L FR | FSL| FSRIFS | RCB| BL | BR | BSL| BSR| BS | RL1|
DEVICE v e wb ] e ] [P » A N R E e
ADDRESS:.2.s.4.s.u.?.s.9.a.::.:z,-_3,

ISR

v 4

T —_—

Die_. O Red [|Lt_. [|Gr ||Org | |@ Pr.

VALUE on |0k

5]
3

2. Select a scene from the scene listing by clicking on

it
3. Press the Put Scene in Timecode button

FYel FSMag
On Back

On Front
cA All

& NE
Put Scene in ‘i’imccudc
e > 3*
3¢ > 4
5* > 13
an 4
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Alternatively, the scene may be dragged from the

scene listing and dropped in the timecode listing.

To do this, click on the scene and hold the mouse
button down. Then drag the mouse pointer to the
timecode listing and release the mouse.

Saved Scenes Scene Timecode
Front RedOrg &
Front White
FSR YSpot BacksS... NiZ
FWht BBIk o
FY FSCyLtB R
FYel FSCyan

FYel FSMag

On Back
On Front
SA All
SA Back

Saved Scenes
Front RedOrg
Front White
FSR YSpot Backs...
FWht BBIk
FY FSCyLtB
FYel FSCyan
FYel FSMag

On Front

Scene

' My New Scer

Ti_m_ecod_e _

L

4. The timecode may be edited by clicking in a cell in
the timecode column. This is useful for fine

adjustment of the

scene’s playback time.

Remember that the format entered must be valid
timecode format or else it will be rejected.

Timecode format i

s in the form XX:XX:XX: XXX

where the X’s are numbers. The first two X’s are
the hour, the second two are the minute, the next

136

Lights

Solo Performer Show Controller User’s Guide



two are the seconds, and the final three are the
milliseconds. Don’t forget the colon separators!

Saved Scenes Scene Timecode
Front RedOrg & EUTINEVESTT 00:00:03:50C
Front White [N
FSR YSpot BackS...

FWht BBIk

FY FSCyLtB
FYel FSCyan
FYel FSMag

My New Scen
On Back
On Front

5. Repeat steps 1 through 4 as necessary to add
many scenes to create a lightshow.

Deleting a Scene from a Lightshow

To delete a scene from a lightshow, first select the scene

to be deleted from the timecode listing then press the
Delete Scene from Timecode button as shown below.
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Saved Scenes Scene Timecode
Front DYel Yy N 00:00:03:5
Front Orange
Front RedOrg
Front White
FSR YSpot Backs...
FWht BBIk
FY FSCyLtB
FYel FSCyan
FYel FSMag
My New Scene
On Back
On Front
SA All
SA Back
SA Front
Sides DBlue Slow
Sides White Slow
Strobe B Fast
Strobe B Med
Strobe B Slow
Strobe F Fast
Ctrnha F Mad
3¢ @ [E
E 3 3
Delete Scene from Timecode
3 = [t
pIE N}

4w La

v

Previewing a Lightshow

To preview a lightshow, press the play button. The audio
will play and the sliders will move to create the light
scenes at the appropriate time. If the light devices are
connected properly, the lights will change as well.

{4 »

L3 Time: 00:00:00:000
NAME 'RCFUFL | FR | FSL| FSR| FS | RCB| BL  BR | BSL BSR| BS | RL1|
DEVICE »f b o | b 0| (b | [wi o] [Py N NI I N E e

ADDRESSTL Wz 3 W1+ WJis WJi6 W7 Wl Wl Wfite )i L) 22,13,

LA 1441

e [ 66

VALUE  [on |low. [ler. [{ok- ey [[6s fon ||Red | [Lt- |[6r |lorg|fe | [pr—
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Making a Lightshow Using Chases

Making lightshows using chase sequences is a fast way of
making lightshows that appear to react to the beat of the
audio. This entails creating an “ordering” of light scenes
to define a “chase” sequence. The chase sequence has
no time associated with it; it is merely an ordered list of
light scenes. Once the chase sequence is defined, the
audio can be played back, and light scenes are inserted
into the timecode list by tapping the spacebar to the beat
of the music. Every tap of the spacebar puts the next
scene from the chase sequence into the timecode list.
When the chase sequence gets to its end, it will start over
from the beginning.

To define a chase sequence, choose Define Chase from
the Lights menu.

Lyrics MIDI HI‘I"'IL'. Hotkeys Help

New Device File... #D
Open Device File... #)

Open Configuration... #G
Save Configuration...

The Chase Editor will open and will look like this:
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Chase Editor

Scene Library Chase List

All Black Slow "
All Black

All Dark Blue

All DElue Slow

All DYellow

All Gr & Cy

All Lt Blue

All Rainbow

All Rainbow2 /
All Red

All RedWhite

All RedWhite2

All White Slow

All White

All WhiteStr

All Yellow .

Open

{ Done ) k

All of the saved light scenes from the light Scene Library
appear in a listing on the left. The right-side listing is
empty and will be used to build the Chase List. Scenes
can be added to the right-side Chase List by first
selecting a scene on the left, and then clicking the Add
button.

Chase Editor

Scene Library Chase List

All Black Slow " All Lt Blue
All Black

All Dark Blue

All DElue Slow

All DYellow

All Gr & Cy

All Rainbow

All Rainbow2 /
All Red

All RedWhite

All RedWhite2

All White Slow

All White

All WhiteStr

All Yellow .

Add Remove | Clear All Save Open

R"
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Alternatively, scenes may also be “dragged” from Scene
Library and “dropped” to the Chase List with the mouse
like this:

r

Chase Editor

Scene Library Chase List
All Black Slow " All Lt Blue

All Black
All Dark Blue
All DBlue Slow I

All DYellow

All Gr & Cy

All Lt Blue

All Rainbow

All Rainbow2 /

All RedWhite

All RedWhite2

All White Slow

All White

All WhiteStr

All Yellow -

Add Remov Clear All Save Open

Once a sequence of light scenes is defined on the Chase
List, the chase may be saved for future recall by clicking
the Save button.

lemove 'ClearAll” Save k” Open

( Done )

Saved chases may also be recalled by clicking the Open
button.

If there are mistakes in the chase sequence, a scene may
be taken out of the list by selecting it, followed by a click
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on the Remove button. Clicking on the Clear All button
will reset the entire Chase List.

Clicking Done will exit the Chase Editor.

Chase Editor
Scene Library Chase List
All DBlue Slow " All Lt Blue
All DYellow All Red
All Gr & Cy All Yellow
All Lt Blue
All Rainbow
All Rainbow2
All Red
All RedWhite
All RedWhite2 /
All White Slow f
All White
All WhiteStr
| All Yellow
B White F Black
Back Black
Back Cyan
Add Y Clear All Save Open
Done
(oone )

Note that a chase sequence does not need to be saved to
be used. Simply arranging the scenes on the list then
clicking Done will suffice to put the chase in memory for
use.

Once a chase has been defined, the scenes can be put
into the timecode by simply tapping the spacebar during
the playback of the song.
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In the above example, a chase sequence with three
scenes was used to create a simple lightshow that moves
to the beat of the music. As the spacebar on the
keyboard was tapped, the scenes were inserted into the
timecode list. After the third scene was inserted, the
next spacebar tap caused the first chase scene to be
inserted once again.

The Delete Chase menu option from the Lights menu
removes the chase from memory. The Reset Chase
menu option resets chase so that the next time the
spacebar is pressed, the first light scene on the chase will
be inserted into the timecode list.

The Undo Chase Record menu option reverts the
timecode list back to the state that it was in prior to
playing the audio.
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Saving a Lightshow

A lightshow may be saved by choosing Save Lightshow
from the File menu. Alternatively, the Save As... menu
item may be chosen from the File menu to save a copy of
the lightshow as a different file name.

° @ Show Controller il '-j Edit Audio Lyrics MIDI Lights Hotk
®00 | New Light Show 8N Lightshow E
| Open Lightshow #0
Open Recent Lightshow

Reconnect Foot Controller 38K

144 Lights Solo Performer Show Controller User’s Guide



Opening a Lightshow

A lightshow may be opened by choosing Open
Lightshow from the File menu. By opening a previously
saved lightshow, edits can be made and the lightshow
may be re-saved.

" @ show Controller G Edit Audio Lyrics MIDI Lights Hotkey
0006 New Light Show ®N Lightshow Edi

Open Recent Lightshow
Save Lightshow
Save Light Show As... {885

Reconnect Foot Controller 38K

Adding a Lightshow to a Play List

When finished creating a lightshow, press the Exit button
to return to the play list window.
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1 Exit Lightshow Editor |
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The lightshow now needs to be added to the selected
play list item. This is done by first selecting the play list
item to receive a lightshow, and then pressing the Add
Lightshow button. A dialog will appear prompting for the
lightshow to be added.

<

tm O+

n Add Lightshow to Piay List Selection @ | & |
a1 1) (P
/| By A H R

After adding a lightshow to a play list item, the play list
row will have a lightshow indicator icon attached to it to
signify that there is a lightshow associated with the song.
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Song FX End Vol Tune

1 Alien Song "‘;"/ 0 100 0
LY

Removing a Lightshow from a Play List
A lightshow may be removed from a play list by first

selecting the play list item, then pressing the Remove
Lightshow button.
v

e[ Be] 0 (O] 12 2

o g2

| | Remove Lightshow from Play List Selection (( 9))

Adding an Ending Light Scene

An “ending light scene” may be added to each play list
item. An ending scene is simply a light scene from the
scene library that gets sent whenever a song ends. This
could be useful to bring up the lights at the end of a
song, for example.
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To add an ending light scene, double-click a play list
item to open the Information Window. The Events tab
shows what ending light scene will be sent. Click
Change to change it or click Remove to remove an
existing scene.

r -

Info for "Alien Song”

General Events Lyrics MIDI

Running Show Sequences

Lightshow: None Change... Remove
MIDI Sequence: None Change... Remove

Hotkey Sequence: None Change... Remove

Ending Display Events

Light Scene: None Chnngc.\ Remove
MIDI Event: MNone Change... Remove

Hotkey: None Change... Remove

Light Scene Tips

When making a light scene, never change more lights
than are necessary from the value “Previous”. This will
allow the scene to be inserted in other places in the show
without changing the other lights as well.

Consider carefully how lighting will behave at the
beginning and end of each song. If the next song on the
play list does not have a lightshow, you will have to end
your current lightshow in such a way so as to keep
"appropriate” lighting in place through the song without
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a lightshow. Another, perhaps better, way to handle this
is to create a "one-scene" light show to use for every
song that will not have a complex lightshow. In this way,
you can be assured that the previous song's lightshow
will not still be in effect.
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16

Example Lighting Setups

Introduction

The light setups that are possible are limited only by
ones imagination and budget. The following examples
show some minimalist setups for those who want a quick
show assembly and disassembly or are on a tight budget,
and also some advanced setups for those who wish to
give maximum impact to their show.

The Setup/Tear Down Minimalist
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This setup consists of:

* 1 T-type Light Stand
* 2 DMX512 Color Changing Lights
* 1 Small DMX512 Controlled Fog Machine

(-Jr'_

Time: 00:00:00:000
NAME - . 5 . = - - - = -
DEVICE wes W v v v v v v G G G G
ADDRESS (1 /(2 »[13 o[ [# o[[5 #[[6 o] [7 »[[8 »[3 ][22, 11, [12,

VALUE Pr.. {{Pr..

The intent of this light setup is to make equipment setup
and teardown as quick as possible, while still yielding a
high-impact visual show. The two color changing lights
allow for a multitude of different light scenes to be
produced, as each light may, depending on the exact
model of the lights chosen, have 16 or more possible
colors. Most color changer lights even have "automatic
modes", where they change colors either continuously or
via a sound-activated trigger. Usually, these automatic

modes can be set by sending a DMX512 command to the
fixtures.
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The Budget Setup

This setup consists of:

* 1 T-type Light Stand

* 4 Par 38 Lights

* 1 Six-Channel DMX512 Relay Switch Box
* 1 Fog Machine

* 4 Color Gels

'_40 > e

~ Time: 00:00:00:000
NANE o LT it bl
DEV'CE "'» "o "'» "'» »
ADDRESS (1 W12 W3 W8 WIS W6 4|7

VALUE Pr.. {iPr.. H{Pr.. HiPr..
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The purpose of this setup is to create a light show
without spending a great deal of money. To accomplish
this, non-DMX512 lights are used. Standard par 38
lighting is used in conjunction with a relay box to turn
the lights on and off when appropriate. The color gels
can be chosen so that each of the lights has its own
color, or so that two lights have one color and two have
another. The second method is probably the better, as it
would give greater color fill at the expense of versatility.
The gels can be changed during set breaks to give more
variety.

This setup can be added to later by including an
inexpensive non-DMX512 moving effects light. The
spare channel of the relay box can be used to turn this
on whenever needed.

Alternatively, a dimmer pack may be used instead of the
relay switch box to control the brightness of each fixture,
rather than only turning the fixtures on and off. The
next example illustrates this.

Another item that may be added is a DMX512
controllable chase controller. A chase controller typically
“listens” to the music and turns lights on and off to the
beat. With the DMX512 control, the chase sequences
may be altered during the show or turned off to display
static light scenes when appropriate.
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The Dimmer Setup

This setup consists of:

» 2 T-type Light Stands

* 8 Par 38 Lights

e 2 Four-Channel DMX512 Dimmer Packs
* 1 DMX512 Fog Machine

* 8 Color Gels

CI;

Time: 00:00:00:000
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This setup allows for the light brightness to be
controlled, as well as some scene switching. Note that
the lights used are inexpensive non-DMX512 lights.
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An Advanced Setup Example

gi’iﬁ» '
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This setup consists of:

* 1 Truss Beam Light Stand

* 8 DMX512 Color Changing Lights

* 2 DMX512 Gobo Projector Lights

* 1 DMX512 Effect Light

* 1 Four-Channel DMX512 Relay Switch Box
* 4 Non-DMX512 Moonflower Effect Lights
» 2 DMX512 Fog Machines
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This setup squeezes a lot of capability out of 21 of the
DMX512 channels of Solo Performer Show Controller as
an example of how to run big lightshows with only 32
channels! In fact, in this example, we still have eleven of
the light channels still available to use for other things!

Notice how the channel sharing is done. The eight color
changers have their addresses shared so that they are
divided into four pairs. Each group of two has its own
set of addresses. Each light fixture within one pair
therefore reacts in synchronization with the other light in
its pair to a DMX512 command. Since each light takes
up one channel, the pairing results in eight lights using
up only four channels.

Similarly, the two gobo projectors share the same
address, so that when a DMX512 command is sent to the
gobo address, both gobos do the same thing. The gobos
projectors chosen here each use six channels, but since
they are paired, only six channels total will be used.

The DMX relay pack that controls the moonflowers
provides four relays and uses up four DMX channels.

A three-channel DMX effect light was chosen, so three
channels will be allocated to this light.

Finally, the fog machines share four common addresses
so that when a fog command is given, more fog is spread
out over the stage by virtue of two fog machines working
in synchronization.

Alien Apparatus Company, Inc. Example Lighting Setups 157



17

Hotkeys

Introduction

Hotkeys are simulated key presses that can be sent to
other running programs in order to control them from
Solo Performer Show Controller. Hotkeys are sometimes
referred to as keyboard shortcuts. Often, hotkeys are
keys that use a modifier, such as control, alt (on
Windows), or command (on Macintosh) in addition to the
main key.

Within Solo Performer Show Controller, hotkey sequences
may be constructed and applied to play list items so that
the keys are sent at appropriate times during a show.

The Hotkey Event Editor

To begin creating sequences of hotkey events, first select
an item in the play list that is to have hotkeys associated
with it. Once the play list row is selected and
highlighted, click on the Add Hotkey Events button or
choose the Add Hotkey Events menu option on the
Hotkeys menu.
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The hotkey event editor will now open and will look like
this:

"Tann Hotkey Editor

Event Timecode

Time:  00:00:00:000

Saved Hotkeys
Application to Receive Hotkey %

Choose...

HotKey Event to Send

Put a8 3pecial ey is Brachers, eg. ceommands ceonioth cnilln 11 dessers

(9 Return Solo Perfrmer Show Controler fo front when dane 4

The song that was selected in the play list is now
available for playback, and when it plays, its lyrics, if any
have been defined, will show in the black rectangular
lyric display area. To the bottom right of the screen is a
listing of all previously saved hotkey events. Above this
list is a listing of the hotkey sequence that will be built.
The controls under the lyric display area are used to
create new hotkey events. The column of buttons
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between these controls and the hotkey events list are
used to manage hotkey events by doing such things as
saving and deleting them, and placing them in the
sequence listing.

Creating a Hotkey Event

To begin creating a hotkey event, first select the
application that will receive the hotkey. Do this by
clicking on the Choose... button.

£ »

Time: 00:00:00:000
Application to Receive HotKey
' | Choose...

Choose an Application to Receive Hotkey

HotKey Evel

Put all special keys in brackets, eg. <command> <control> <shift> <fl><enter>

@ Return Solo Performer Show Controller to front when done

A dialog box will open where you can navigate through
your computer system in order to find the application
that will receive the hotkey.

In Windows, it is particularly important to be able to
specify which window is to receive the hotkey because in
Windows, document windows often have their own
menus. Therefore, on the Windows version of Solo
Performer Show Controller, an edit field is provided in
which the name of the receiving window may be
optionally included.
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The hotkey keys themselves are to be entered in the edit
field labeled Hotkey Event to Send. To include special
non-printable keys, simply type the key name enclosed
in greater-than and less-than signs <like this>. Here is
a table of the special keys that Solo Performer Show
Controller recognizes:
<control> <shift> <alt> <command>
<option> <enter> <return> <windows>
<esc> <tab> <up> <down>
<left> <right> <delete> <backspace>

<insert>  <clear> <page up> <page down>

<home>  <end> <fl> <f2>
<f3> <f4> <f5> <f6>
<f7> <f8> <f9> <f10>
<fl1l> <fl2> <f13> <fl4>
<f15>

In addition, the command <pause> may be used to
pause the sending of keys for .1 seconds.

As an example, on Windows, to tell Notepad to make a
new document and type the letters “ABC” in it, you would
use the following hotkey event:

<control>n<pause>ABC
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The <control>n portion is Notepad’s keyboard shortcut
for making a new document. The <pause> portion helps
to ensure that the new window is open and available
before sending the “ABC” keys.

Similarly, on Macintosh, to tell TextEdit to create a new
document and type “ABC” into it, you would use the
following:

<command>n<pause>ABC

To make Solo Performer Show Controller be the front-
most window again, after sending the hotkey event,
make sure that the check box in the lower left corner is
checked. Otherwise, the receiving application will remain
in the forefront.

<>

Time: 00:00:00:000
Application to Receive HotKey

Choose...

HotKey Event to Send

Put all special keys in brackets, eg. <command> <control> <shift> <f1> <enter>

W Return Solo Performer Show Controller to front when done

E 3

To test the hotkey, simply press the Test Hotkey button
and the hotkey event will be sent immediately.
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" Time: 00:00:00:000
Application to Receive HotKey
-TextEdir - Choose...

HO[KEY Event to Send
Hello World! | Test Hotkey

Put all special keys in brackets, eg. <command><cd Send the Hotkey Now ¢

@ Return Solo Performer Show Controller to front when done

Note that the receiving application must be open in order
for it to receive hotkey events.

To save the hotkey event, press the Make Settings into a
Hotkey Event button.

a p

Saved Hotkeys

2 »G-k

Make Settings into a Hotkey Event

y—

b

You will be prompted for a filename for the hotkey event.
After saving, the hotkey will appear in the Saved
Hotkeys listing.
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To delete a hotkey event, first select the hotkey event to
be deleted from the listing by clicking on it so that it
highlighted. Then, press the Delete Hotkey button.
Note that this will permanently delete the hotkey event
file from your hard disk, so use this with caution.

O > Z] Saved Hotkeis

e
ICETN

Delete Saved Hotkey Event from Library
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Creating Hotkey Event Sequences

To arrange hotkey events into hotkey event sequences
for use on play lists, follow the following steps:

1. Move the song position indicator approximately to
where the event is to occur in the song. Playing
back the song a few times helps to get the position
figured out. Also, use the lyric display as a guide.
Accuracy is not very important at the moment, as
the exact position can be tweaked later.

He was an alien...

Yes, an alien!

[ » —1 a n
Time: 00:00:15:530

2. Select the hotkey event to be inserted by clicking
on it so that it highlights. Then click the Put
Hotkey Event in Timecode button. The name of
the hotkey event will now appear in the hotkey
sequence listing. Alternatively, hotkey events may
be dragged and dropped from the hotkey event list
to the sequence list. Users will find the drag and
drop method to be quicker.
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Put Hotkey Event in Timecode

TEX*H
© >0 |

Event Timecode

Hotk 00:00:15:53C
3

3. Move the song position indicator to a place before
the newly inserted event. Play the song and the
hotkey event will stream along with the playback.
Tweak the event’s time by editing the time in the
sequence listing by clicking on the time displayed
and typing. All times must be entered in the
following format: XX:XX:XX:XXX where the first two
X’s are the hour, followed by minutes, seconds,
and finally milliseconds. Don’t forget to use colons
as separators. Invalid timecodes will not be
accepted to the sequence listing.
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Event Timecode
' 00:00:15:50(
R
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4. Repeat steps 1 through 3 as necessary to build up
a listing of hotkey events that make up a sequence.

5. Hotkey events can be removed from the sequence
by selecting the row on the sequence list by
clicking it so that it is highlighted, then click the
Delete Hotkey Event from Timecode button.

[=Xaka! Hotkey Editor

Event Timecode

He was an alien...

Yes, an alienl

.y ——_—
Time: 00;00:15:500 © = Saved Hotkeys
Aoplication to Recerve HotKey = 3 i
TextEdit Choose. = L3
ete Hote om Timecode

Hotkey Event to Send

6. Save the hotkey event sequence by choosing Save
Hotkey Sequence from the File menu. You will be
prompted to supply a file name and the file will be
saved in the directory indicated in the Preferences
panel. Most users simply choose the default
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location. See Chapter 19, Customizing, for more
information on setting default file locations.

" @ show Controller [[J[J Edit Audio Lyrics MIDI Lights Hotk

8006 New Hotkey Sequence €N
Open Hotkey Sequence #0
Open Recent Hotkey Sequence

7. Saved hotkey event sequences may be opened by
choosing Open Hotkey Sequence from the File
menu. This allows previously saved sequences to
be edited.

'@ ShowcontrollermEdit Audio Lyrics MIDI Lights Hotkey
806 New Hotkey Sequence #EN

Open Recent Hotkey Sequence
Save Hotkey Sequence
Save Hotkey Sequence As...

Exiting the Hotkey Event Editor

To exit the hotkey event editor, either close its window
using the window’s close box, click on the Exit button, or
choose Exit Hotkey Event Editor from the File menu. In
either case, you will be prompted to save any hotkey
sequence that has not been saved.
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Adding Hotkey Event Sequences to a Play List

Every Item in the play list may have a hotkey event
sequence associated with it. To add a hotkey event
sequence to a play list item, first select the play list item
by clicking on it so that it is highlighted, and then click
on the Add Hotkey Events button. Alternatively, the
Add Hotkey Events menu item on the Hotkeys menu
performs the same action.

@) " (o

Add Hotkey Sequence to Pla.v List Selecnon

/| Byl P

After choosing this command, by either the button or the
menu selection, you will be prompted to select a hotkey
event sequence file to add to the play list item. After
selecting the file, the selected play list row will now
display an icon that looks like a keyboard key in the FX
column to indicate that that a hotkey events sequence is
part of that play list item. Because the FX column is used
to indicate the presence of other items such as
lightshows and MIDI sequences as well, the icon could be
combined with the icon of other event types. For a
complete list of icon types, see Chapter 10, Play Lists and
Audio.

Al
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When a song on the play list is played, and it has a
hotkey event sequence associated with it, the hotkey
events will stream, using the timing of the song as a
guide.

Removing Hotkey Event Sequences from a
Play List

Hotkey event sequences may be removed from play list
items by first selecting the play list item by clicking on it
so that it is highlighted, and then click on the Delete
Hotkey Events button. Alternatively, the Delete Hotkey
Events menu item on the Hotkeys menu performs the

R
FE SR = (19 P11

Remove Hotkey Sequence from Play List
N"/ Selection
4 - —

ﬁ-n-
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Ending Hotkey Events

An “ending hotkey event” may be added to each play list
item. An ending event is simply a hotkey event from the
hotkey event library that gets sent whenever a song ends.
This could be useful to trigger another program after the
end of a song, for example. Another example would be
to automatically make the lyrics display go from full
screen to normal at the completion of a song.

To add an ending hotkey event, double-click a play list
item to open the Information window. The Events tab
shows what ending hotkey event will be sent. Click
Change to change it or click Remove to remove an
existing event.
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Running a Show

The Audio Transport

The audio transport is a series of five buttons that are
used to control the playback of the show.

OO |3

The buttons, from left to right are Rewind All, Rewind,
Play, Stop, and Fast Forward.

Rewind All Moves the playback position to the
start of the song

Rewind Moves the playback position
backwards while it is being held down

Play Starts the playback of the show from
the current position

Stop Halts a currently playing show

Fast Forward Moves the playback position forward
while it is being held down
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Setting Up the View

When performing live onstage, it may be desirable to
arrange the Play List Editor view a bit differently than
the standard view that is used for editing play lists. For
example, the horizontal splitter bar can be clicked in
order to hide all of the setup buttons at the bottom of
the window. This will give more room to display more
play list rows.

The Clock Window

One important task for all performers is the management
of time. To aid with this, a clock may be displayed by
selecting Show Clock from the File menu. The clock
window can be resized by dragging its resize handle in
the lower right corner.

oller WHIIH Edit Audio Lyrics MIDI Ligh

| New Play List #EN
! Open Play List #0 Vol
Open Recent Play List > e
1 Save Play List #5
Save Play List As... c®s | 100
85
Show Next Song 3,
Show Clock 3t/ e
1 L 60
Reconnect Foot Controller 3K 100
n e
7 Two Heads 24 O o ot the Groove...

The Next Song Window

A window may be opened that displays the next song to
be played in large type so that it can be seen from across
the stage. To the right of the displayed song title is the
ending icon of the currently playing song. Like the clock
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window, this window may be resized and repositioned
anywhere on the screen.

oller G edit Audio Lyrics MIDI Light:

| New Play List BN Al
Open Play List ®0 [,
. ol
- Open Recent Play List > 100 Uights  Hotkeys  Help 4 4 T E ThuGHEPM @
Save Play List %8S =

100
85
100

Save Play List As...

Show Clock

1 60 ;',; o The Alien's Got the Groove...
Reconnect Foot Controller 3K 100 .

” —

Got the Groove...

The Foot Controller

The six-button foot controller is used as an alternative to
the software controls to control the Solo Performer Show
Controller software while performing live.

’7 DMX512 CONNECTOR

UsB
(CONNECTOR

Solo Performer
%&‘ ALIEN APPARATLIS, v Corwier,
1

2 3 4
- - - —
®J & (]
> $

\\ L PLAY LIST L L\-"OLUME up L L FOG
PLAY [ STOP VOLUME DOWN LYRICS WINDOW

The Foot Controller Status Bar

On the lower right corner of the Play List Editor window,
there is the Foot Controller Status Bar. This area shows
what the current functions of the foot controller are.

This is particularly important when defining new
behaviors for the buttons. Clicking on the icons on the
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Foot Controller Status Bar will perform the foot
controller function.

Starting a Show

A show may be played by pressing the Play/Stop button
on the foot controller or by pressing the Play button in
the software. The show will start playing at the currently
selected play list item or, if no row is selected, from the
beginning of the play list.

" @ ShowController File Edit Audio Lyics MIDI Lights Hotkeys Help + 4 T =3 Mon 10:22 M
Tan

Allen Sorgs.pls

e Wek:d

OvOoQOVViE

FEXYNE

neH- o 1# ]2 E
24 e ekl &2

TN Al eddplap] @9-—e—.p
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Stopping a Show

Pressing the Play/Stop button on the foot controller or
pressing the Stop button in the software will stop the
playback of a running show.

Controlling the Play List

The play list row selection may be changed by pressing
the Play List button on the foot controller. By pressing
this button, the play list will go to the next row. When at
the end of the play list, a further press will make the first
play list item be selected. The up and down arrow keys
on the keyboard also change the play list selection as
well.

Changing the Volume

The volume of a play list item may be adjusted while the
show is playing either by moving the volume slider in the
software or by pressing one of the two volume buttons
on the foot controller. Two buttons are provided: one to
decrease the volume and one to increase the volume.

Changing the Computer System Volume

For convenience, a slider is provided onscreen to set the
overall volume of the computer system’s sound.
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Full Screen Lyrics

The lyric display may be made to occupy the full window
of the Solo Performer Show Controller software by either
clicking on the lyric display area with the mouse, or by
choosing Full Screen Lyrics from the Lyrics menu, or by
pressing the Lyrics Window button on the foot
controller. The full screen display mode is particularly
useful when performing onstage, as the text is much
larger thus enabling the performer to see the lyrics from
a short distance.

{Verse 3)

The Alien's Gat the Groove...

Gat the Groove...

(Guitar Solo - Extended Version)

+al[@-

|| 8- Sl 17 %1

_;L‘ﬂr‘j’rw o<l
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(Verse 3)

The Alien's Got the Groove...

Got the Groove...

(Guitar Solo - Extended Version)

Fog Machine Control

A DMX512 compatible fog machine may be triggered to
send out fog by pressing the Fog button on the foot
controller. To turn off the fog, simply press the Fog
button a second time.

To configure a fog machine to respond to the Fog button
presses, the fog machine address and commands are set
in the preferences panel. See Chapter 19 for details on
setting this up.

Alternate Button Mappings
The foot controller button functions can be changed to

do things other than their default actions. Each button
can be set to do one of thirteen different actions:

1. Play

2. Stop

3.  Scroll Down
4. Scroll Up
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5 Scroll Stop

6. Volume Down

7. Volume Up

8 Lyric Zoom

9. FogOn

10. Fog Off

11. Send MIDI Event

12. Send Light Scene

13. Send Hotkey Command

Suppose, for example, that you don’t have a fog
machine, you don’t need to display full screen lyrics, and
the two volume buttons are not used because you did a
good job in setting up the playback volumes of each
song in the play list ahead of time.

That means that you have four buttons that you don’t
really use. You could re-map these buttons to perform
an alternate function, such as controlling another
program by sending a hotkey, or changing your vocal
reverb sound by sending a MIDI event to your effects
unit.

One example of an alternate use of the buttons is to
control a PowerPoint presentation that displays chord
diagrams by sending hotkeys to change slides.

Another possibility is to re-map all of the switches to
light scenes and just use the system to switch lights.
This is a great alternate use for the system on the days
when you have a full band and don’t need backing
accompaniment. In effect, you would be using the
system as a lighting controller with manually selected
scene changes.
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The same concept as in the last example can also be
applied to hotkeys and MIDI events as well. All of the
buttons could be mapped to send hotkeys or MIDI events
and you’ve got yourself a foot controller that will control
external software programs or MIDI devices on the days
when you are not performing solo and do not need
backing accompaniment.

To learn more about how to set up alternate button
mappings, refer to Chapter 19.

Reconnecting the Foot Controller

If, during a show, the USB cable becomes unplugged or
the connection with the host computer becomes lost
somehow, reconnect the foot controller, then choose
Reconnect Foot Controller from the File menu.

The Importance of a Fog Machine

In all cases, it is highly recommended to use a fog
machine - even if it is a small and cheap one. Without
one, your audience will hardly even see the lights. The
difference between having a fog machine and not having
one is amazingly substantial. One light, sufficiently
fogged, can look much better and give more impact to
your show than a set of four color-changing lights with
no fog. Fog in the air will make the colors of the lights
visible as a cone of light between the light fixture and the
floor. Without fog, the audience will not see the colors
"in the air", but will only see the lighting on whatever
surface the lighting strikes, but nothing in between.
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Recommended Pre-Show Preparation

There is little that can ruin a live show worse than pre-
recorded playback of a show that does not behave as
expected. To minimize the threat of such a disaster, it is
highly recommended that the following be done before a
show is performed before an audience:

Run through the entire play list prior to performing it.

Verify that all MIDI devices are receiving MIDI commands
properly by sending MIDI commands to it by using the
Send button in the MIDI event editor. If you are playing
MIDI files on external devices, play back a MIDI file and
make sure that the correct device is playing it.

Verify that all lighting is functioning properly by opening
a song in a play list, then choosing Build Lightshow to
open the lightshow editor. From here, the sliders should
control the lights. Check each slider to make sure that
the correct light is responding to the correct channel.

Verify that all applications that are to receive hotkey
events are opened

Verify that all of the required files for the show are in
their correct places by checking that:

Audio plays for every song on the play list

Lyrics are displayed on screen for every play list item
that should have them displayed

MIDI events are sent for every song that has MIDI
events
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Lightshows are present for every song that should
have one

Hotkeys are being sent for every song that has
hotkey events

Selecting each song and playing a few seconds of it will
be enough to verify these issues.
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Customizing

Opening the Preferences Panel

The preferences panel may be opened by choosing
Preferences... under the Show Controller menu on a
Macintosh, or by choosing Preferences... under the Edit
menu on a Windows computer.

@ BELOTCITIITE File Edit Audio  Lyrics
'6 ©  About Show Controller u
Preferences... N &, -

Services >

Hide Show Controller 3H
Hide Others 3H
Show All

Quit Show Controller 3Q
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& untitled
File Edit Audio Lyrics MIDI Lights Hotkeys Help

13
|Stop | Vol | Tune

Preferences... Ctri+, h

The Preferences Panel is divided into six sections:
General, Files & Folders, Fonts & Colors, MIDI, Tuning
& Fog, and Button Mapping. Clicking on a toolbar item
at the top of the window will change the contents of the
Preferences Panel to give access to the settings indicated
by the toolbar item.

Setting the General Preferences

The General preference pane is the initial view of the
preferences window. It looks like this:
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@0 Preferences
i 3 v @ &0 S
General  Files & Folders Fonts & Colors  MIDI Tuning & Fog  Button Mapping
Play List
@ Check validity of each song when added to play list
# Show Time Remaining in Set List

l# Event sequences (lights, MIDI, hotkeys) with same name
— as song open automatically with song
Song Stopping Behavior

__ Stopping song keeps current song active

Displayed Columns in Playlist
@) show Row Number (I Hide Length

@) show Song Title WD Hide Type

@) showFx (I Hide Play Count
@) showEnd (I Hide Last Date
@ show volume (P Hide Category
@) show Tuning I Hide Artist

In the General preferences pane, the option to check the
validity of each song added to the play list is given. If
this option is checked, each song will be checked to see
if it is a valid audio file before opening it to the play list.
The down-side of having this option enabled is that it
will take longer to open play lists due to this checking.
For very long set lists on slower computers, it may be
desirable to have this option turned off.

The time-remaining indicator can also be enabled or
disabled in this preference pane. Disabling the time-
remaining may be desirable if, for example, the software
is being used in a situation where a fixed set list is not
being followed.

The third option in the Play List group allows for event
sequences to automatically load to the play list when a
song is added, provided that the event sequence is
named the same as the song. For example, if this option
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is checked, and the song “Crazy Alien.mp3” is opened to
the play list, the lightshow file “Crazy Alien.Ish” will also
be added automatically if such a file exists in the
lightshow directory.

The Song Stopping Behavior setting allows for the play
list to remain on the currently playing song, if it is
stopped while playing. This is sometimes referred to as
“Tape Mode” as it resembles the action of a tape
recorder. If this option is not checked, the stopping of a
song will cause the song that is highlighted in yellow to
become the active song awaiting playback.

The Displayed Columns in Play List buttons allow the
customization of the play list. If the slide buttons are
moved to the right, the item indicated next to the button
will be shown on the play list. Note that the first two
items, Row Number and Song Title must always be
shown.

Setting Default File Locations

The settings available by clicking on the Files And
Folders toolbar item are where the default file locations
are set up. These folders are where Solo Performer Show
Controller looks for the indicated items first when
opening these types of files. When the Add Audio File
to Play List button is pressed in the play list window, the
open dialog box that follows shows the files that are in
the folder chosen in the audio files preferences folder.
Similarly, the Play Lists and Light Show folders work the
same way.

The Lyrics default folder is where Solo Performer Show
Controller looks for lyric files during playback and it is
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also where lyric files are saved when they are created. If
this folder is not set up correctly, no lyrics will be
displayed. Make sure that this folder points to where
your lyric files are located.

The MIDI events folder is the default location for saving
and opening MIDI events. It is also the place where Solo
Performer Show Controller looks for MIDI events to set up
the event listing in the MIDI event editor screen. Only
those MIDI event files that are in the folder indicated in
this preference item will show up in the MIDI editor
events list. Similarly, the MIDI sequences folder is the
default location for saving and opening MIDI event
sequences.

The Device folder and Scene folder are the places that
Solo Performer Show Controller looks in for setting up
the Lightshow editor screen. The Device folder should be
set to where your light device files are located. If this is
not set up correctly, there will be no light devices
showing up in the device menus of the Lightshow editor
screen. Similarly, the Scene folder should be the set to
the folder containing the light scene files that you wish to
use in the Lightshow editor screen. Only those scene
files that are in the folder indicated in this preference
item will show up in the Lightshow editor scene list. The
Light Show Folder is the default place that light shows
are saved to and opened from. Similarly, the Light
Chases Folder is the default location where light chases
are saved and opened.

The hotkey events folder is the default location for saving
and opening hotkey events. It is also the place where
Solo Performer Show Controller looks for hotkey events
to set up the event listing in the hotkey event editor
screen. Only those hotkey event files that are in the
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folder indicated in this preference item will show up in
the hotkey editor events list. Similarly, the hotkey
sequences folder is the default location for saving and
opening hotkey event sequences.

'@60 Preferences

Al @ 4H @ &0 S

General | Files & Folders Fonts & Colors MIDI Tuning & Fog  Button Mapping

Audio Files

Audio File Folder "My Audic Files | ] Choose...
Playlists

Playlist Folder Playlists ] Choose...
Lyrics

Lyrics Folder (Lyric Files | |CJ Choose...
MIDI

MIDI Events Folder ‘MDIEvents | | ] Choose...
Sequences Folder MiDISequences | | ] Choose...
Lights

Configuration File Solo Shew.e's | | ] Choose...
Configuration Folder | Cenfiguration Filt | ] Choose...
Device Folder Device Library | | ] Choose...
Light Show Folder Lightshows | | ] Choose...
Light Scene Folder Scene Library 1 Choose...
Light Chase Folder Light Chases 1 Choose...
Hotkeys

Hotkey Folder “Hotkey Events | | ] Choose...
Sequences Folder “Hotkey Sequence) | ] Choose...

To change a default folder, click the Choose... button to
the right of the item that you wish to change, and a
dialog will appear for the selection of the folder.

enon Preferences

General | Files & Folders Fonts & Colors MIDI Tuning & Fog  Button Mapping

Audio Files

Audio File Folder My Audio Files ' i | Choose... |
Playlists
Playlist Folder Playlists ' _1 Choose...
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Setting Default Configuration File

The default configuration file may be set in the Files &
Folders preferences settings.

Lights
Configuration File ‘SoloShow.clg | ] Choose...
Configuration Folder  Configuration Fil¢ | Choose...

This file contains the information about how the light
devices are set up in the lightshow editor window and
what addresses are assigned to the 32 channels of light
control during the run of a show. By choosing a default
configuration file, these settings will be the ones that will
be set automatically every time Solo Performer Show
Controller starts up. It is important that the default
configuration file is set to the configuration file that
defines your lighting setup. Note that you could have
multiple configuration files that correspond to the
various light setups that you may want to use. Always
set the default configuration file to match the current
light setup.

Color And Font Settings

To change window background colors and font colors
and styles, click on the Fonts And Colors toolbar item.
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'@60 Preferences

Al @ 4 @ &0 S

Ceneral  Files & Folders Fonts & Colors MIDI Tuning & Fog  Button Mapping

Colors

Main Window Color

Lyric Editor Window Color

MIDI Events Editor Window Color
Light Show Editor Window Color
Hotkey Editor Window Color
Lyric Display Window Color

Lyric Text Color

Chord Text Color

(B[] i o

@ Use Metal Windows

Lyric Display Font

Lyric Text Font Geneva )
Lyric Text Size - Small Window 18 4
Full Screen Lyric Text Scale "2.00x 18)

The window and font colors of Solo Performer Show
Controller may be changed by clicking on the color
square next to the item.
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re en Preferences

(8] (@ 4 @ & ==

General  Files & Folders Fomts & Colors . MIDI  Tuning & Fog  Button Mapping

_Colors
Main Window Color

Lyric Editor Window Color

MIDI Events Editor Window Color
Light Show Editor Window Color
Hotkey Editor Window Color
Lyric Display Window Color

Lyric Text Color

Chord Text Color

OOmOO0O0E

E Use Metal Windows

Lyric Display Font

Lyric Text Font Geneva

Lyric Text Size - Small Window (18 ®)

Full Screen Lyric Text Scale 2.00x B

r al
0O 0O O Colors (=)

O EThE =

(Cancel-) (=en=§/

The Use Metal Windows option renders the window with
a metal-like texture. If this option is checked, the color
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choices will not be used for the window color, but the
metal texture will be used instead.

The text font used to display lyrics may be changed by
selecting a font in the pop-up menu.

" @ ShowController File Edit Audio Lyrics MIDI  Lights Hotieys = b Sun 1116PM @

an preferences |
N Songs e Loy 1oewg

All Audes in Library 2 led b = A @®

—_ 3 elod Comara s E1ciders | Fomis 4 Colors
Top 25 Mest bayed 4 tunl Colars

Allen Jongi 5 oyl Main Window Color

Crowd Favorites & funb

R — 7 oid] Lyric Eitor Wins alor

Fricley Neght Sat Lint & okl MIDH Events Editor Window Colod
Saturday Neght Set List 9 zon

Ser1 1 L] Light Show Editer Window Colo
Ser2 11 e Hotkey Editor Window Color

et )

Py Lyric Display Window Color
Wedeesday Night Jam Lyric Taxt Color
Chord Text Color

& Use Metal Windows

Lyric Display Fant
Lyric Tex Font

- Lyric Text Size - Small Window

e

Full Screen Lyric Text Scale

The font size of the lyrics display may be changed by
selecting a size in the pop-up menu.

Lyric Text Color I:I
Chord Text Color |:|

‘z Use Metal Windows

9
Lyric Display Font 1(2)
Lyric Text Font Genevi 14 B
16 | —
L Lyric Text Size - Small Window m =
et 20
= Full Screen Lyric Text Scale | 24 B trc
] 28 ):0
32 |
= : DRI
& I U" W ‘u 48 —_—
= 72 B o T
L& v | =TT
4 \/

bl @te ——~ . B2 Se |«
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A scale factor may be chosen for the lyrics display when
Full Screen is chosen from the Lyrics menu.

Lyric Display Font

Lyric Text Font Genewvi 1.00x

1.25x

Lyric Text Size - Small Window | 1.50x

Rey 1.75x

Full Screen Lyric Text Scale m
2.25x%
) | |
Jalfe—~ .
I CTE O [

D_"(("))I ol l/”"‘i'
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:00:
ntroller E
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MIDI Settings

The MIDI file playback options may be set by clicking on
the MIDI toolbar item in the Preferences window.

'6 (&) Preferences

Al @ 4 @ <o S

General  Files & Folders Fonts & Colors | MIDI | Tuning & Fog  Button Mapping
MIDI File Playback Options
Playback Device QuickTime Audio -

# Reset Channels Before Each Song Play
| Send MIDI Pre-Events
# send Note Off Commands When Stopped

MIDI Events

MIDI Program Patches are Numbered Starting With 1 1% ‘

MIDI Light Control Options

MIDI Light Device None _:f

Channel

By clicking on the arrow next to the label MIDI Playback
Device, the destination for MIDI files may be set.

Note that the first item on the list is QuickTime Audio
on Mac OS X and Microsoft GS WaveTable SW Synth on
Windows computer systems. With this option selected,
the MIDI file will be rendered to audio by the computer
and will be played back much like an audio file.

The various ports of your MIDI system will also show up
in this listing. By selecting one of these options, Solo
Performer Show Controller will stream MIDI files to the
chosen device and no audio will be played on the
computer.
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By checking the Send MIDI Pre-Events check-box, all
non-note MIDI events in the MIDI file, such as tempo
changes, program changes, and control messages, that
occur before the playback position of the MIDI file will be
sent before the MIDI notes are sent. This is a very useful
option to have checked when starting a MIDI file from a
position other than its beginning. In such a case, without
this option being enabled, the song tempo and
instrument changes would not be set up properly.

The Send Note Off Commands when Stopped is
another useful feature to have enabled. Without this
option enabled, when stopping a MIDI file, all notes that
are being played will continue to be played, as if “stuck”
on. This is because MIDI works by sending note-on and
note-off commands and the playback was stopped
before the note-off commands were issued. By having
the Send Note Off Commands when Stopped option
checked, all notes that are playing will be stopped.

The MIDI program patch starting number may be set in
the MIDI Events group box. MIDI equipment typically
start their program patch numbers from zero internally,
but display the starting number as one. With this option
checked, patch number zero will show up as one in Solo
Performer Show Controller to match the number that the
MIDI unit displays. This is a bit of a confusing concept,
but typically this option is set.

Under the MIDI Light Control Options group box, a MIDI
device and channel number may be set to receive lighting
command changes. If using MIDI lighting, set up these
two parameters to correspond with the lighting device.
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Tuning Settings

The tuning settings may be set by clicking on the Tuning
& Fog toolbar item in the Preferences window.

'e (&) Preferences

Al @ 4 @ & S

General  Files & Folders Fonts & Colors MIDI Tuning & Fog k Button Mapping

Tuning
Tuner Instrument M‘
Tuner Pitch AS ]

Fog Machine
Fog Machine Action Address | 32 D]
Fog On Value 255 ]
Fog Off Value 0 )
Setup Address 1 32 5]
Setup Value 1 0 ]
Setup Address 2 32 i
Setup Value 2 0 __:l
Setup Address 3 32 ]
Setup Value 3 0 5]

The tuning note playback instrument may be changed by
choosing a different instrument from the Tuner
Instrument pop-up menu.
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" @ sShowController File Edit Audic Lyrics MIDI Lights  Hotkeys Help 4 4 T A Sum 1LSTRM @

Preferences
A sangs in Lisrary

L. s
Al Auisa in Library A ® o [E—

ALl MACH in Library.

Tow 45 Moat Puayed. Tuning
Alien Songs
uner Ptch
Fog Machine

Foqg Machine Action Addvess

Fog On Value

/| By aer

The pitch of the note that is played back for tuning may
be changed by choosing a different note from the Tuner
Pitch pop-up menu.

" @ ShowController File Edit Audic Lyrics MIDI  Lights  Hotieys a
4 3 B
Freferences
Al songs e Ligrary

4 Q oL [Fm= e
Al Auc in Library .

Fog Machine

Foqg Machine Action Addvess
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Fog Machine Settings

The fog machine settings can be changed by clicking on
the Tuning & Fog toolbar item of the Preferences
window. The first setting, Fog Machine Action Address,
is where the DMX512 address of the on/off action of the
fog machine is set. It is this address that is changed
during the show to start and stop the flow of fog.

The Fog On Value setting is the value that is sent to the
fog machine action address to turn the fog on. Similarly,
the Fog Off Value setting is the value that is sent to the
fog machine action address to turn the fog off.

The three setup addresses and setup values are optional
settings that can be used to send setup commands to the
fog machine when Solo Performer Show Controller first
launches.

Here’s an example of a fog machine setup:

Suppose that we have a fog machine with the following
DMX512 description table:

Channel Function DMX Setting
1 Off 0-50

1 Timer 51-250

1 Manual 251-255

2 Interval 0-255

3 Duration 0-255

4 Volume 0-255

Now suppose that we want to control these four items
using addresses 24 through 27 with Solo Performer Show
Controller to put out fog whenever the fog button is
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pressed. The first step is to set the DIP switches on the
fog machine to address 24.

We will control the fog machine’s flow of fog by using the
volume channel, which by setting the DIP switches, is
now address 27. When the volume channel’s data value
is set to zero, there is no fog and when it is set to 255,
there is maximum fog output. We will therefore set the
Fog Machine Action Address to 27, the Fog On Value
to 255, and the Fog Off Value to 0.

Notice that we have chosen the volume channel to be the
action channel for the fog machine rather than the power
channel. Simply turning the power on and off could
theoretically control the fog machine. The problem with
this is that most fog machines have a substantial warm-
up period, making this method less effective.

To get things set up properly, the fog machine must have
its other addresses set up initially. We will set the power
address, 24, to a value of 255 to put the fog machine
into manual mode. The interval address, 25, and the
duration address, 26, are only useful when the fog
machine is set to timer mode rather than manual mode,
so we will just set these channels to 0.

The settings in the Preferences window will then look like
this:
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r
en Preferences

! (2 A @ & S8
General Files & Folders Foms & Colors  MIDI | Tuning & Fog | Button Mapping

Tuning

Tuner Instrument Acoustic Gra... ?‘

Tuner Pitch AS o)

Fog Machine

Fog Machine Action Address 27

:l
Fog On Value 255 =)
Fog Off Value 0 )
Setup Address 1 24 ]
Setup Value 1 255 :l
Setup Address 2 25 I3}
Setup Value 2 0 #)
Setup Address 3 26 5]
Setup Value 3 Q ]

Alternatively, since this fog machine is capable of putting
out fog on a time schedule, we could have set address 24
to 128 to enable the timer. Then, to put out fog every
two minutes, set the interval address, 25, to 128. When
the fog machine does release a burst of fog, by setting
address 26, the duration channel, to 85, we will get a 10
second burst of fog.

If this were to be done, the fog machine could be left to
run automatically throughout the show, putting out 10-
second puffs of fog in two-minute intervals and could be
stopped completely by pressing the fog button on the
foot controller.
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rﬁ en Preferences

Ll @ Hh @ &0 S

General  Files & Folders Fonts & Colors  MIDI Tuning & Fog | Button Mapping

Tuning
Tuner Instrument " Acoustic Gra... I-ea
Tuner Pitch I

Fog Machine
Fog Machine Action Address (27 |&
Fog On Value (255 [
Fog Off Value 0 0
Setup Address 1 24 N
Setup Value 1 (128 W
Setup Address 2 ‘25 T
Setup Value 2 f1ze ™
Setup Address 3 (26 )
Setup Value 3 8BS N
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Button Mapping Settings

The function performed by each of the foot controller
buttons can be changed by the settings provided on the
Button Mapping toolbar item.

r } -
een Preferences
q, @ & R
L (A A 2
General Files & Folders Fonts & Colors  MIDI Tuning & Fog = Button Mapping

Foot Controller Button 1

Action 1. Play _:] Event:
Action 2: Stop ? Event:
Foot Controller Button 2

Action 1: Scroll Down _:] Event:
Action 2 Scroll Down _:] Event:
Foot Controller Button 3

Action 1: Scroll Stop _:1 Event:
Action 2: Scroll Stop _‘1 Event:
Foot Controller Button 4

Action 1: Volume Down _:] Event:
Action 2: Volume Down _:] Event:
Foot Controller Button 5

Action 1: Volume Up _:] Event:
Action 2: Volume Up _:] Event:
Foot Controller Button 6

Action 1: | Lyric Zoom _:] Event:
Action 2: Fog On %) Event:

Each of the six buttons can be set to perform one of
thirteen actions:

Play

Stop

Scroll Down
Scroll Up
Scroll Stop
Volume Down
Volume Up
Lyric Zoom
Fog On

CONOUVNAWN =
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10. Fog Off

11. Send MIDI Event

12. Send Light Scene

13. Send Hotkey Command

Each button has two states. When a button is pressed
the first time, Action 1 will occur. Pressing the button
again will cause Action 2 to happen. A third press
repeats the cycle by sending Action 1. If no toggling is
wanted for a button, simply use the same setting for
both Action 1 and Action 2.

To choose an action for a button, simply click on the
button next to the action desired. If choosing a hotkey
event, light show, or MIDI command, you will be asked to
choose the event file to use.

If after setting a button to a hotkey event, a light show,
or a MIDI command, the Edit button will be enabled to
allow a change to a new event file, if desired.
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Glossary

Address  The communication designation given to a
DMX512 device. A DMX512 device has one or more
addresses that are usually settable by changing DIP
switches. The DMX512 device then “listens” for
commands sent through the control line, and responds
to commands sent to its addresses.

AIFF Audio Interchange File Format. AIFF is a file format
for computer audio files. Files saved in this format
usually have filenames that end in “.aif” or “.aiff”.

Channel A communication link to a DMX512 device.
A DMX512 device may have multiple channels, and each
channel is assigned an address.

Chase Controller A device that turns lights on and off in
programmed sequences that may or may not be
synchronized to audio. Some, but no all, chase
controllers are DMX512 controllable.

Chase Sequence An ordered list of light scenes or
patterns.

Device Editor This is the window in the Solo
Performer Show Controller software where new DMX512
devices may be defined and edited.
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Dimmer Pack A light intensity controller. They come
in several varieties. DMX512 controllable dimmer packs
may be used with Solo Performer Show Controller.

DMX512 A lighting industry standard for light control
that was published by the U.S. Institute of Theatre
Technology (USITT). In this light control method, the
control cables for lights are wired by daisy-chaining
them together. Each light has a separate address and
responds only to commands sent to that address over
the control line.

DMX512 Description Table A table showing what a
DMX512 device does when it receives a particular
DMX512 value on its address. For example, a color
changing light might have a DMX512 description table
that says DMX512 value 25 corresponds to the color red,
and 135 corresponds to blue.

DMX512 Device A device, most often a light fixture,
which responds to DMX512 control commands to do
such things as turn on and off, change color, or move.

DMX512 Value This is the number, from O to 255,
that is sent, following an address, to a DMX512 device to
make it perform its actions.

Fixture Another term for a lighting device.

Gobo A disc that is inside of certain lights that has
geometric shapes cut in it, through which the light is
projected. The result is that the shape that is cut on the
gobo will be projected in the color of the light. Some
gobos have colored glass to fill in the cutouts. The bat
signal from Batman was very likely a gobo!
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Hotkey Sometimes referred to as a keyboard
shortcut; a hotkey is a key sequence that is typed that
performs an action in a program. Most hotkeys are listed
in the pull-down menus of most programs. Usually
hotkeys have a modifier key with them such as “control”,
“alt” (in Windows), or “command” (in Macintosh).

Hotkey Event A series of keys to send to another
running application.

Hotkey Event Sequence A collection of hotkey
events that are arranged into a time sequence.

Hotkey Event Editor  The window in the Solo
Performer Show Controller software where hotkey events
and hotkey event sequences are constructed.

Light Scene A static “snapshot” of a lighting
arrangement.
Lightshow A collection of light scenes that are

arranged into a time sequence.

Lightshow Editor The window in the Solo Performer
Show Controller software where lightshows are
constructed by arranging scenes in a time sequence.

MIDI A standard for communicating music and settings
information to synthesizer controllers and effects units.

MIDI Control Message A command sent to a MIDI
device to change a setting. For example, a reverb effect
unit might have six different settings to affect how the
reverb sounds. A control message could be sent to
change one of them. Control messages have two parts to
them: the control number and the value that the control
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is to receive. Control messages are often abbreviated as
CC numbers in MIDI device manuals.

MIDI Event A collection of up to six MIDI program
changes or control messages.

MIDI Event Sequence A collection of MIDI events that
are arranged into a time sequence.

MIDI Event Editor The window in the Solo
Performer Show Controller software where MIDI events
and MIDI event sequences are constructed.

MIDI File A file containing note and instrument
information to play back a song. MIDI files come in three
varieties, type 0, 1, and 2. A type 0 MIDI file has all of its
information on one track. A type 1 MIDI file, the most
common, contains one or more simultaneous tracks of
data. A type 2 MIDI file contains one or more
sequentially independent single-track patterns. MIDI
files often have filenames that end with “.mid” or “.midi”.

MIDI Interface A device that connects to your
computer, usually by USB, that has connectors for
connecting MIDI devices such as keyboards and effects
units so that they can be controlled or recorded by you
computer.

MIDI Program Change A command that is sentto a
MIDI device to change its preset, also called program, to
a different number.

MP3 A compressed audio file format. An MP3 file may
be compressed (or “encoded”) in many ways. Solo
Performer Show Controller works with all mp3 formats
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supported by your installed version of QuickTime. MP3
filenames typically end with “.mp3” or “.mpeg”

Play List A sequence of audio files with attached
lightshows and lyrics.

QuickTime An audio and video playback engine created
by Apple Computer that runs on Macintosh and Windows
computers. QuickTime is installed when Solo Performer
Show Controller is installed, and needs to be in place for
the audio to play back.

Stop After Option A play list row setting. If the
“Stop After” option is enabled, and it is by default, a stop
icon will show up in the play list row. When running a
show, when the play list item with the “Stop After” option
is finished being played, the show will stop until the play
button is pressed. If the “Stop After” option is not on, a
green arrow icon will appear in the play list row. When
this play list item is completed while running a show, the
next play list item will start without stopping the show.

Terminator A small device that is connected to the
last DMX512 device in the chain in order to keep a
proper DMX512 signal. Many people attempt to run their
systems without using a terminator, but this may result
in unreliable lights.

XLR Connector A three-pin connector that is used to
connect DMX512 devices. Note that the DMX512
standard calls for using 5-pin connectors. In practice,
only three pins are commonly used, and just about all
lighting device manufacturers have switched to three-pin
connectors. The foot controller used in the Solo
Performer Show Controller uses a three-pin arrangement
that is of the most common configuration and wiring.
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Because this is not a true standard, be sure that your
DMX512 devices are wired per the diagram that is
printed on the foot controller next to the connector.
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Frequently Asked
Questions

The software is not seeing my foot controller. What
should I look for?

If you’ve installed the software from a web-site
download, and not from the CD, the problem is most
likely that the foot controller driver is not installed. The
driver is not included in the download installer; it is only
on the CD. Put the CD in and follow the instructions in
the installation chapters 5 and 6 to install the driver.

If you have installed the driver and it is still not working,
look at your device manager in Windows and see if the
driver shows up in the list with a conflict icon next to it.
If there is a driver conflict, delete the driver and reinstall
it.

When | play an audio file, | do not hear any sound.
What can | do?

First, make sure that your computer is set up to play
audio. If you are running the Windows version of Solo
Performer Show Controller, make sure that you have a
sound card installed. Check the computer system sound
output volume to make sure that the sound is not turned
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off. Verify that QuickTime is installed. If using Windows,
a re-installation of QuickTime may help.

Can | use Solo Performer Show Controller to control
other software programs?

Yes! This can be done through the use of hotkeys.
Hotkeys have been used successfully to control video
programs, slideshows, and PowerPoint presentations, for
example. See Chapter 17 for details.

| have a DMX512 compatible light, but | do not know
its DMX Description Table. What do | do?

The first suggestion would be to try to obtain the table
from the manufacturer. Most manufacturers publish
their manuals on their web site for free downloading.
Also, on the Alien Apparatus Company, Inc. web site,
there is a library section with DMX512 description tables
and device files for lighting equipment from many
lighting manufacturers. See the following web page:

http://www.alienapparatus.com/library.html

If you come up completely empty in getting a table, the
light device can still be used provided that you do some
experimenting to figure out how it works. It is
recommended that you make a test device file using the
Device Editor and fill in the descriptions for lines 1
though 20 with the numbers 1 through 20. So, for
example, DMX value 1 would have a description of “1”,
and DMX value 20 would have a description of “20”. Save
this device and go to the lightshow editor screen. Set the
device on one of your channels to be your newly created
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device. Attach your light fixture and make sure its
address matches the address on Solo Performer Show
Controller’s channel. Now move the slider and record
what the light does for each number.

Having done this, now go back and edit the device so
that it now has the numbers 21 through 40 in the
description column next to the numbers 21 through 40.
Make sure that you delete the previous set of numbers,
from 1 to 20. Now go back to the lightshow editor and
repeat the testing.

This process should be done all the way through to the

last row of the DMX512 description table. When you are
done, you will have a list of what all the DMX512 values
do. Now you can go make a real device file for the light.

Where can | get audio files to use with Solo Performer
Show Controller?

See the audio file tips section of Chapter 10. Also, visit
the user forums at the Alien Apparatus Company, Inc.
web site for more suggestions.

http://www.alienapparatus.com/forum

How can | play audio files that are on a compact disc?

Audio files can be played directly from a compact disc on
the Macintosh version of Solo Performer Show Controller.
On Macintosh systems, CD audio files show up as .aiff
files. In Windows operating systems, things are a bit
different. CD audio contents show up as .cda files that
are not audio files at all, but are only very small
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“information” files. In Windows operating systems, CD
audio is not currently supported directly in QuickTime,
thus Solo Performer Show Controller cannot read CD
audio directly. The CD audio files must first be
converted to a format that QuickTime can handle, such
as .mp3, .wav, or .aiff. There are lots of utility programs
that can be found on the internet to do this conversion.

How do | suppress an instrument in the audio?

If the audio file is a MIDI file, this can be done. See
Chapter 11, MIDI File Options.

If the file is not a MIDI file, this cannot be done. For
suggestions on how to get appropriate audio files, visit
the user forums at:

http://www.alienapparatus.com/forum

How do | change the instrument that is being played
in a MIDI file? For example, my MIDI file plays back

drums and piano parts, but | want the piano part to

be played as a saxophone.

Double click on the play list item so that the Information
window shows up. Then click the MIDI tab. Here you can
choose what instrument will be used for each track in the
song.

I have an expensive high-quality MIDI sound module.
How can | use it with Solo Performer Show Controller?
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One of two things can be done. The sound module could
be attached to the MIDI system of your computer, and
you can setup Solo Performer Show Controller to play
MIDI files to it by selecting the sound module as the MIDI
file destination in the MIDI preferences.

Alternatively, if you don’t want to bring your expensive
gear with you on the road, you can play a MIDI file to the
sound module and record its output as an audio file,
using recording software. Then, open the recorded audio
file up in Solo Performer Show Controller.

| want to run a light show, but my lights don't change.
What is wrong?

First, make sure that the light device addresses are set
up correctly following the light manufacturer’s
instructions. Secondly, make sure that the channel that
is controlling the device in Solo Performer Show
Controller is set to the correct address. This can be seen
in the lightshow editor window. Thirdly, make sure that
your cabling is correct and that the wiring on the lighting
device matches the diagram on the foot controller.
Lastly, make sure that you are using a terminator on the
last DMX512 device in the chain.

How do | make my lights change in time with the
music?

There are a couple of ways to do this. The easiest way is
to active a “sound activated” setting on your lights, if
your lights have this feature. This can be done by
sending a DMX512 command to the lights. See your
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lights’ DMX512 description table to see if your lights
support this.

Another way is to use a DMX512 controllable chase
controller.

Another way is to program the lights scene by scene in
the lightshow editor. The chase feature makes it easy to
create lightshows that are in time with the audio by
inserting scenes every time that the spacebar on the
keyboard is pressed. Simply tap the spacebar in time
with the playing audio.

I made a new device file, but it does not show up in
the popup menu on the lightshow editor window.
How can | make it appear?

Only those devices that are in your device library folder
will show up in the menu, and then only if their filename
ends with “.dmx”. You many change the location of the
device library folder in the preferences pane. See
Chapter 19.

| saved a light scene from the lightshow editor
window, but it does not show up in my scene list?
How can | make it appear?

Only those scenes that are in your scene library folder
will show up in the menu, and then only if their filename
ends with “.scn”. You many change the location of the
scene library folder in the preferences pane. See Chapter
19.
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My fog machine does not initialize correctly. What
should I check?

First, make sure that you have set up the fog machine
correctly following the procedure in Chapter 19,
Customizing. Secondly, make sure that you have set the
DIP switches on the fog machine properly. And finally,
the initialization commands are only sent by Solo
Performer Show Controller when the program is first
launched and when the foot controller is first detected.
Unplug the foot controller and plug it back in. Then
choose Reconnect Foot Pedal from the File menu.
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Getting Help

The Users Manual

If you run into problems with the Solo Performer Show
Controller system, we first encourage you to read the
user’s guide section or help section that covers your area
of concern. Also, the Common Problems page contains
many answers to common problems.

Online Help

From within the Solo Performer Show Controller software,
choosing Show Controller Help under the Help menu
brings up the online help system.

- Yala) Solo Performer Show Controller Users Guide

ns Search 8 B S

Introduction to the Solo Performer
Show Controller System

Overview - How Solo Performer Show Controller Works

The Soio Performer Show Controller is a system for solo musicians
s of a software
3 cisplays
Iy y @ sl
button foot padal for hands lree oper .
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The online help may be browsed by clicking on topics to
the left, or may be searched by entering keywords in the
search box.

Website Users Forum

A users forum is available online at:
http://www.alienapparatus.com/forum

Here, messages may be posted and searched through to
find answers to questions that have been posted in the
past.

Customer Support

Customer support is available by sending an email to:
support@alienapparatus.com

Customer support is also available by telephone at:
888-533-6012.
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Al

DMX512 Lighting
Introduction

DMX512 Background

DMX512 is a standard of lighting control that was
developed by the US Institute of Theater Technology
(USITT). This standard was originally developed to
control light dimmers, but is currently being used to
control just about every aspect of lighting, from color
changes, to light motion, to fog machines, and even
lasers. DMX512 lights are specially designed to work
with this standard, although most any light can be made
to work by using DMX512 controlled dimmer packs or
relays.

In the DMX512 method, each light has an address and
listens to a control cable for commands that are sent to
its address. Addresses are generally set on the light by a
series of DIP switches. Note that one light may have
multiple addresses. For example, a color changing light
may have one address to set the mode of the lamp
(on/off/sound activated), another address to select the
color, and a third address to set the speed at which it
changes the color. There are, in fact, some lights that
have as many as 32 or more addresses. Lights on this
scale are generally very complicated and expensive, and
beyond the scope of solo act lighting.
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When the address of the light is set by DIP switches, the
first address of the light is being set and the other
addresses of the same light will be offset from the first.
For example, if a light has three addresses and the DIP
switches are set to address 15, the light will be using
addresses 15, 16, and 17.

When a command is sent to its address, the light will
respond to that command. A DMX512 light will have a
DMX description table that describes what every
command does. For example, a value of 0 might turn off
the light, 10 might make it red, and 255 might make it
blue. Note that more than one light may be set to the
same address. If this is the case, when a command is
sent, all of the lights with that address will respond. In
this way, many lights can be controlled in
synchronization using only one DMX512 address.

The DMX512 protocol is capable of controlling up to 512
addresses per “universe”, however most controllers only
provide a subset of this. Each universe represents a
separate control line. Each control line is connected to
the lights in a “daisy-chain” manner, whereby the
controller is connected to the first light, then the second
light is connected to the first, and the third is connected
to the second, etc. The last light in the chain must be
terminated with a small plug-in resistor device to keep
the signal from reflecting from the end and interfering
with the transmitted signal. If it is inconvenient to run
the control line in one straight run, DMX512 splitters
exist. It is important to use these rather than to just
make a “Y” cable, as the signal levels will not be correct
and the reliability of the lights will be compromised.
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Lights on the DMX512 signal chain can be different types
and from different manufactures, so long as they are
DMX512 compliant. Additionally, the order of light
addresses on the signal chain is unimportant. For
example, a light fixture that is set to address 1 could be
placed at the beginning, middle, or end of the signal
chain. No special ordering of addresses is necessary.

The DMX512 protocol is designed for speed and
simplicity. Therefore, no error checking is done, and as
such, DMX512 is not appropriate for controlling
potentially dangerous equipment such as pyrotechnics.
However, for stage and theater lighting, DMX512 is easy
to use, is fast enough for most applications, and is
capable of producing spectacular large-scale light shows.
DMX512's acceptance by the industry is shown by the
large number of devices that are available that use the
DMX512 protocol.

DXM512 And Solo Performer Show Controller

Solo Performer Show Controller allows for the control of
32 DMX512 addresses. 32 channels of control may not
seem like a lot compared to what is being used for huge
arena events, but for a solo act, 32 channels can take you
far. This is especially true when one considers address
sharing amongst lights.

In Solo Performer Show Controller, “Light Device” files are
created to control DMX512 channels. A light fixture with
several channels of control would then require several
“Light Device” files to control all of the channels - one
Light Device file for each channel.
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Reduced DMX Modes

To maximize the amount of lights that may be controlled
with Solo Performer Show Controller, it may be
worthwhile to consider the use of “reduced DMX” modes
that are available on some light fixtures. Reduced DMX
modes, on lights that support this, are usually enabled by
a DIP switch setting on the light fixture. These reduced
modes simply allow less control of the light in exchange
for using up less DMX512 addresses. So, by giving up
control of some of the light’s parameters that may not be

important to you anyway, you may be able to control
more lights.
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A2

Software License
Agreement

Alien Apparatus Company, Inc. Software License Agreement

CAREFULLY READ THE FOLLOWING LICENSE
AGREEMENT. BY OPENING THE PACKAGE OR
CLICKING ON THE "AGREE" BUTTON, YOU ARE
CONSENTING TO BE BOUND BY AND ARE BECOMING A
PARTY TO THIS AGREEMENT. IF YOU DO NOT AGREE
TO ALL OF THE TERMS OF THIS AGREEMENT, CLICK
THE "DISAGREE" BUTTON, DO NOT INSTALL OR USE
THE SOFTWARE, AND, IF APPLICABLE, RETURN THIS
PRODUCT TO THE PLACE OF PURCHASE FOR A FULL
REFUND.

1. Grant. This SOFTWARE LICENSE AGREEMENT made by and
between Alien Apparatus Company, Inc. (hereinafter "AUTHOR")
and the purchaser of the license (hereinafter "LICENSEE"):

AUTHOR has proprietary software including documentation
identified as SOLO PERFORMER SHOW CONTROLLER™
(hereinafter "LICENSED SOFTWARE");

AUTHOR grants to LICENSEE a royalty-free, non-transferable and
non-exclusive license to copy and use the LICENSED SOFTWARE.

IF YOU DO NOT HAVE A VALIDLY LICENSED COPY OF
THIS SOFTWARE, YOU ARE NOT AUTHORIZED TO
INSTALL, COPY, OR OTHERWISE USE THE
COMPONENTS AND YOU HAVE NO RIGHTS UNDER THIS
LICENSE AGREEMENT.
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2. Permitted License Uses and Restrictions. This Agreement
allows LICENSEE to install and use one copy of the LICENSED
SOFTWARE on a single computer at a time. This Agreement does
not allow the LICENSED SOFTWARE to exist on more than one
computer at a time, and LICENSEE may not make the LICENSED
SOFTWARE available over a network where it could be used by
multiple computers at the same time. LICENSEE may make one
copy of the LICENSED SOFTWARE in machine-readable form for
backup purposes only; provided that the backup copy must include all
copyright or other proprietary notices contained on the original.

3. Confidentiality. The LICENSED SOFTWARE constitutes
confidential information and contains trade secrets of the AUTHOR.
LICENSEE is not permitted to disclose the LICENSED SOFTWARE
to any third party except in accordance with this License Agreement.
Except as and only to the extent expressly permitted in this
Agreement or by applicable law, LICENSEE may not copy,
decompile, reverse engineer, disassemble, modify, create derivative
works of, or otherwise attempt to discover the source code of the
LICENSED SOFTWARE or any part thereof. The LICENSED
SOFTWARE is protected by United States and International
copyright law. ANY USE OF THE LICENSED SOFTWARE,
EXCEPT AS EXPRESSLY PERMITTED IN THIS LICENSE
AGREEMENT, MAY SUBJECT LICENSEE TO CIVIL
DAMAGES AND LEGAL FEES, AND MAY BE A SERIOUS
CRIME.

4. Transfer. LICENSEE may not rent, lease, lend or sublicense the
LICENSED SOFTWARE. LICENSEE may, however, make a one-
time permanent transfer of all of your license rights to the
LICENSED SOFTWARE to another party, provided that: (a) the
transfer must include all of the LICENSED SOFTWARE, including
all its component parts, original media, printed materials and this
Agreement; (b) LICENSEE does not retain any copies of the
LICENSED SOFTWARE, full or partial, including copies stored on a
computer or other storage device; and (c) the party receiving the
LICENSED SOFTWARE reads and agrees to accept the terms and
conditions of this License Agreement.

5. Security. LICENSEE agrees not to disclose, provide, transfer,
sublicense, or otherwise make available the LICENSED
SOFTWARE or any portion whatsoever, including but not limited to
flow charts, logic diagrams, object codes, source codes, and technical

226 Software License Agreement Solo Performer Show Controller User’s Guide



documentation, to any person other than LICENSEE or AUTHOR
personnel without prior written approval of AUTHOR. Furthermore,
LICENSEE agrees that it will not store on any media or otherwise use
said LICENSED SOFTWARE or portions thereof such that any third
party through any data processing network or other means may gain
access to said LICENSED SOFTWARE.

6. Title. No title to or ownership of the LICENSED SOFTWARE or
any parts thereof is transferred to LICENSEE. LICENSEE shall do
nothing inconsistent with AUTHOR's title in the LICENSED
SOFTWARE.

7. Limited Warranty on Media. AUTHOR warrants the media on
which the LICENSED SOFTWARE is recorded and delivered by
AUTHOR to be free from defects in materials and workmanship
under normal use for a period of ninety (90) days from the date of
original retail purchase. LICENSEE's exclusive remedy under this
Section shall be, at AUTHOR's option, a refund of the purchase price
of the product containing the LICENSED SOFTWARE or
replacement of the LICENSED SOFTWARE which is returned to
AUTHOR or an authorized representative of the AUTHOR with a
copy of the receipt. THIS LIMITED WARRANTY AND ANY
IMPLIED WARRANTIES ON THE MEDIA INCLUDING, BUT
NOT LIMITED TO, THE IMPLIED WARRANTIES OF
MERCHANTABILITY, OF SATISFACTORY QUALITY, AND OF
FITNESS FOR A PARTICULAR PURPOSE, ARE LIMITED IN
DURATION TO NINETY (90) DAYS FROM THE DATE OF
ORIGINAL RETAIL PURCHASE. SOME JURISDICTIONS DO
NOT ALLOW LIMITATIONS ON HOW LONG AN IMPLIED
WARRANTY LASTS, SO THE ABOVE LIMITATION MAY NOT
APPLY TO LICENSEE. THE LIMITED WARRANTY SET
FORTH HEREIN IS THE ONLY WARRANTY MADE TO
LICENSEE AND IS PROVIDED IN LIEU OF ANY OTHER
WARRANTIES (IF ANY) CREATED BY ANY
DOCUMENTATION OR PACKAGING. THIS LIMITED
WARRANTY GIVES LICENSEE SPECIFIC LEGAL RIGHTS,
AND LICENSEE MAY ALSO HAVE OTHER RIGHTS WHICH
VARY BY JURISDICTION.

8. Disclaimer of Warranties. LICENSEE EXPRESSLY
ACKNOWLEDGE AND AGREE THAT USE OF THE LICENSED
SOFTWARE IS AT LICENSEE'S SOLE RISK AND THAT THE
ENTIRE RISK AS TO SATISFACTORY QUALITY,
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PERFORMANCE, ACCURACY AND EFFORT IS WITH
LICENSEE. EXCEPT FOR THE LIMITED WARRANTY ON
MEDIA SET FORTH ABOVE AND TO THE MAXIMUM
EXTENT PERMITTED BY APPLICABLE LAW, THE LICENSED
SOFTWARE IS PROVIDED "AS IS", WITH ALL FAULTS AND
WITHOUT WARRANTY OF ANY KIND, AND THE AUTHOR
AND THE AUTHOR'S LICENSORS (COLLECTIVELY
REFERRED TO AS "AUTHOR" FOR THE PURPOSES OF
SECTIONS 8 AND 9) HEREBY DISCLAIM ALL WARRANTIES
AND CONDITIONS WITH RESPECT TO THE LICENSED
SOFTWARE, EITHER EXPRESS, IMPLIED OR STATUTORY,
INCLUDING, BUT NOT LIMITED TO, THE IMPLIED
WARRANTIES AND/OR CONDITIONS OF
MERCHANTABILITY, OF SATISFACTORY QUALITY, OF
FITNESS FOR A PARTICULAR PURPOSE, OF ACCURACY, OF
QUIET ENJOYMENT, AND NON-INFRINGEMENT OF THIRD
PARTY RIGHTS. AUTHOR DOES NOT WARRANT AGAINST
INTERFERENCE WITH LICENSEE'S ENJOYMENT OF THE
LICENSED SOFTWARE, THAT THE FUNCTIONS CONTAINED
IN THE LICENSED SOFTWARE WILL MEET LICENSEE
REQUIREMENTS, THAT THE OPERATION OF THE LICENSED
SOFTWARE WILL BE UNINTERRUPTED OR ERROR-FREE, OR
THAT DEFECTS IN THE LICENSED SOFTWARE WILL BE
CORRECTED. NO ORAL OR WRITTEN INFORMATION OR
ADVICE GIVEN BY THE AUTHOR OR AN AUTHOR'S
AUTHORIZED REPRESENTATIVE SHALL CREATE A
WARRANTY. SHOULD THE LICENSED SOFTWARE PROVE
DEFECTIVE, LICENSEE ASSUMES THE ENTIRE COST OF ALL
NECESSARY SERVICING, REPAIR OR CORRECTION. SOME
JURISDICTIONS DO NOT ALLOW THE EXCLUSION OF
IMPLIED WARRANTIES OR LIMITATIONS ON APPLICABLE
STATUTORY RIGHTS OF A CONSUMER, SO THE ABOVE
EXCLUSION AND LIMITATIONS MAY NOT APPLY TO
LICENSEE.

9. Limitation of Liability. TO THE EXTENT NOT PROHIBITED
BY LAW, IN NO EVENT SHALL THE AUTHOR BE LIABLE
FOR PERSONAL INJURY, OR ANY INCIDENTAL, SPECIAL,
INDIRECT OR CONSEQUENTIAL DAMAGES WHATSOEVER,
INCLUDING, WITHOUT LIMITATION, DAMAGES FOR LOSS
OF PROFITS, LOSS OF DATA, BUSINESS INTERRUPTION OR
ANY OTHER COMMERCIAL DAMAGES OR LOSSES, ARISING
OUT OF OR RELATED TO LICENSEE'S USE OR INABILITY TO
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USE THE LICENSED SOFTWARE, HOWEVER CAUSED,
REGARDLESS OF THE THEORY OF LIABILITY (CONTRACT,
TORT OR OTHERWISE) AND EVEN IF THE AUTHOR HAS
BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES.
SOME JURISDICTIONS DO NOT ALLOW THE LIMITATION OF
LIABILITY FOR PERSONAL INJURY, OR OF INCIDENTAL OR
CONSEQUENTIAL DAMAGES, SO THIS LIMITATION MAY
NOT APPLY TO LICENSEE. In no event shall the AUTHOR's total
liability to LICENSEE for all damages (other than as may be required
by applicable law in cases involving personal injury) exceed the
amount of fifty dollars ($50.00). The foregoing limitations will apply
even if the above stated remedy fails of its essential purpose.

10. Export Law Assurances. LICENSEE may not use or otherwise
export or reexport the LICENSED SOFTWARE except as authorized
by United States law and the laws of the jurisdiction in which the
LICENSED SOFTWARE was obtained. In particular, but without
limitation, the LICENSED SOFTWARE may not be exported or re-
exported (a) into (or to a national or resident of) any U.S. embargoed
countries (currently Cuba, Iran, Iraq, Libya, North Korea, Sudan and
Syria) or (b) to anyone on the U.S. Treasury Department's list of
Specially Designated Nationals or the U.S. Department of Commerce
Denied Person’s List or Entity List. By using the LICENSED
SOFTWARE, LICENSEE represents and warrants that LICENSEE is
not located in, under control of, or a national or resident of any such
country or on any such list.

11. Government End Users. The LICENSED SOFTWARE and
related documentation are "Commercial Items", as that term is
defined at 48 C.F.R. §2.101, consisting of "Commercial Computer
Software" and "Commercial Computer Software Documentation", as
such terms are used in 48 C.F.R. §12.212 or 48 C.F.R. §227.7202, as
applicable. Consistent with 48 C.F.R. §12.212 or 48 C.F.R.
§227.7202-1through 227.7202-4, as applicable, the Commercial
Computer Software and Commercial Computer Software
Documentation are being licensed to U.S. Government end users (a)
only as Commercial Items and (b) with only those rights as are
granted to all other end users pursuant to the terms and conditions
herein. Unpublished-rights reserved under the copyright laws of the
United States.

12. Termination. In the event that LICENSEE neglects or fails to
perform or observe any of its obligations under this Agreement, or if
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any assignment shall be made of its business for the benefit of
creditors, of if a receiver, trustee in bankruptcy or similar official
shall be appointed to take charge of all or part of its property, or if it
is adjudged a bankrupt, AUTHOR may immediately terminate this
agreement and all licenses granted hereunder.

If after repeated efforts AUTHOR is unable to make the software
operate as warranted, the LICENSEE may terminate the license(s) of
LICENSED SOFTWARE and receive a refund of the License Fee(s)
paid.

13. Assignment. This Agreement and the licenses granted hereunder
may not be assigned, sublicensed, or otherwise transferred by the
LICENSEE without prior written consent from AUTHOR.

14. General. This Agreement supersedes all prior agreements
concerning the subject matter herein and may not be changed or
terminated except by a written communication signed by the party
against whom the same is sought to be enforced.

15. Controlling Law and Severability. This Agreement will be
governed by and construed in accordance with the laws of the State of
Pennsylvania, as applied to agreements entered into and to be
performed entirely within Pennsylvania between Pennsylvania
residents. This Agreement shall not be governed by the United
Nations Convention on Contracts for the International Sale of Goods,
the application of which is expressly excluded. If for any reason a
court of competent jurisdiction finds any provision, or portion
thereof, to be unenforceable, the remainder of this Agreement shall
continue in full force and effect.

16. Complete Agreement; Governing Language. This Agreement
constitutes the entire agreement between the parties with respect to
the use of the LICENSED SOFTWARE licensed hereunder and
supersedes all prior or contemporaneous understandings regarding
such subject matter. No amendment to or modification of this
Agreement will be binding unless in writing and signed by the
AUTHOR. Any translation of this Agreement is done for local
requirements and in the event of a dispute between the English and
any non-English versions, the English version of this Agreement shall
govern.
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Limited Warranty

WORLDWIDE LIMITED WARRANTY
AND TECHNICAL SUPPORT

General Terms

EXCEPT AS EXPRESSLY SET FORTH IN THIS LIMITED WARRANTY, ALIEN
APPARATUS COMPANY, INC. MAKES NO OTHER WARRANTIES OR
CONDITIONS, EXPRESS OR IMPLIED, INCLUDING ANY IMPLIED WARRANTIES OF
MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE. ALIEN
APPARATUS COMPANY EXPRESSLY DISCLAIMS ALL WARRANTIES AND
CONDITIONS NOT STATED IN THIS LIMITED WARRANTY. ANY IMPLIED
WARRANTIES THAT MAY BE IMPOSED BY LAW ARE LIMITED IN DURATION TO
THE LIMITED WARRANTY PERIOD. SOME STATES OR COUNTRIES DO NOT
ALLOW A LIMITATION ON HOW LONG AN IMPLIED WARRANTY LASTS OR THE
EXCLUSION OR LIMITATION OF INCIDENTAL OR CONSEQUENTIAL DAMAGES
FOR CONSUMER PRODUCTS. IN SUCH STATES OR COUNTRIES, SOME
EXCLUSIONS OR LIMITATIONS OF THIS LIMITED WARRANTY MAY NOT APPLY
TO YOU.

This limited warranty applies to the Alien Apparatus Company branded
hardware products sold by or leased from Alien Apparatus Company, Inc., its
worldwide subsidiaries, affiliates, authorized resellers, or country
distributors (collectively referred to in this Limited Warranty as “Alien
Apparatus”) with this Limited Warranty. This Limited Warranty is applicable
in all countries and may be enforced in any country where Alien Apparatus
or its authorized service providers offer warranty service subject to the
terms and conditions set forth in this limited warranty. However, warranty
service availability and response times may vary from country to country and
may also be subject to registration requirements in the country of purchase.

Alien Apparatus warrants that the Alien Apparatus product you have
purchased from Alien Apparatus or from an Alien Apparatus authorized
reseller is free from defects in materials and workmanship under normal use
for a period of one (1) year from the date of purchase. The Limited Warranty
period starts on the date of purchase or lease from Alien Apparatus. Your
dated sales or delivery receipt, showing the date of purchase or lease of the
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product, is your proof of the purchase or lease date. You may be required
to provide proof of purchase or lease as a condition of receiving warranty
service. You are entitled to warranty service according to the terms and
conditions of this document if a repair to your Alien Apparatus branded
hardware is required within the Limited Warranty period. This Limited
Warranty extends only to the original purchaser or lessee of this Alien
Apparatus branded product and is not transferable to anyone who obtains
ownership of the Alien Apparatus branded product from the original
purchaser or lessee.

Alien Apparatus products are manufactured using new materials or new and
used materials equivalent to new in performance and reliability. Spare parts
may be new or equivalent to new. Spare parts are warranted to be free from
defects in material or workmanship for thirty (30) days or for the remainder
of the Limited Warranty period of the Alien Apparatus hardware product in
which they are installed, whichever is longer.

During the Limited Warranty Period, Alien Apparatus will repair or replace
the defective component parts or the hardware product. All component
parts or hardware products removed under this Limited Warranty become
the property of Alien Apparatus. The replacement part or product takes on
either the Limited Warranty status of the removed part or product or the
thirty (30) day Limited Warranty of the spare part. In the unlikely event that
your Alien Apparatus product has a recurring failure, Alien Apparatus, at its
discretion, may elect to provide you with a replacement unit of Alien
Apparatus’s choosing that is at least equivalent to your Alien Apparatus
branded product in hardware performance. Alien Apparatus reserves the
right to elect, at its sole discretion, to give you a refund of your purchase
price or lease payments (less interest) instead of replacement. This is your
exclusive remedy for defective products.

This is not a service contract, and this warranty does not include
maintenance, cleaning, or periodic check-up.

Alien Apparatus reserves the right to make changes in design and/or
improvements upon its products without any obligation to include these
changes in any products theretofore manufactured.

Alien Apparatus does not warrant that the operation of this product will be
uninterrupted or error-free. Alien Apparatus is not responsible for damage
that occurs as a result of your failure to follow the instructions that came
with the Alien Apparatus branded product.

This Limited Warranty does not apply to any product from which the serial
number has been removed or that has been damaged or rendered defective
(a) as a result of accident, misuse, abuse, or other external causes; (b) by
operation outside the usage parameters stated in the user documentation
that shipped with the product; or (c) by modification or service by anyone
other than (i) Alien Apparatus, (ii) an Alien Apparatus authorized service
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provider, or (iii) your own installation of end-user replaceable Alien
Apparatus or Alien Apparatus approved parts if available for your product in
the servicing country.

These terms and conditions constitute the complete and exclusive warranty
agreement between you and Alien Apparatus regarding the Alien Apparatus
branded product that you have purchased or leased. These terms and
conditions supersede any prior agreements or representations - including
representations made in Alien Apparatus sales literature or advice given to
you by Alien Apparatus or an agent or employee of Alien Apparatus - that
may have been made in connection with your purchase or lease of the Alien
Apparatus branded product. No change to the conditions of this Limited
Warranty is valid unless it is made in writing and signed by an authorized
representative of Alien Apparatus.

Limitation of Liability

IF YOUR ALIEN APPARATUS BRANDED HARDWARE PRODUCT FAILS TO WORK
AS WARRANTED ABOVE, YOUR SOLE AND EXCLUSIVE REMEDY SHALL BE
REPAIR OR REPLACEMENT. ALIEN APPARATAUS’S MAXIMUM LIABILITY UNDER
THIS LIMITED WARRANTY IS EXPRESSLY LIMITED TO THE LESSER OF THE
PRICE YOU HAVE PAID FOR THE PRODUCT OR THE COST OF REPAIR OR
REPLACEMENT OF ANY HARDWARE COMPONENTS THAT MALFUNCTION IN
CONDITIONS OF NORMAL USE.

ALIEN APPARATUS IS NOT LIABLE FOR ANY DAMAGES CAUSED BY THE
PRODUCT OR THE FAILURE OF THE PRODUCT TO PERFORM, INCLUDING ANY
LOST PROFITS OR SAVINGS OR SPECIAL, INCIDENTAL, OR CONSEQUENTIAL
DAMAGES. ALIEN APPARATUS IS NOT LIABLE FOR ANY CLAIM MADE BY A
THIRD PARTY OR MADE BY YOU FOR A THIRD PARTY.

THIS LIMITATION OF LIABILITY APPLIES WHETHER DAMAGES ARE SOUGHT, OR
A CLAIM MADE, UNDER THIS LIMITED WARRANTY OR AS A TORT CLAIM
(INCLUDING NEGLIGENCE AND STRICT PRODUCT LIABILITY), A CONTRACT
CLAIM, OR ANY OTHER CLAIM. THIS LIMITATION OF LIABILITY CANNOT BE
WAIVED OR AMENDED BY ANY PERSON. THIS LIMITATION OF LIABILITY WILL
BE EFFECTIVE EVEN IF YOU HAVE ADVISED ALIEN APPARATUS OR AN
AUTHORIZED REPRESENTATIVE OF ALIEN APPARATUS OF THE POSSIBILITY OF
ANY SUCH DAMAGES. THIS LIMITATION OF LIABILITY, HOWEVER, WILL NOT
APPLY TO CLAIMS FOR PERSONAL INJURY.

THIS LIMITED WARRANTY GIVES YOU SPECIFIC LEGAL RIGHTS. YOU MAY
ALSO HAVE OTHER RIGHTS THAT MAY VARY FROM STATE TO STATE OR
FROM COUNTRY TO COUNTRY. YOU ARE ADVISED TO CONSULT APPLICABLE
STATE OR COUNTRY LAWS FOR A FULL DETERMINATION OF YOUR RIGHTS.

Software
ALIEN APPARATUS DOES NOT WARRANT SOFTWARE PRODUCTS. Alien
Apparatus’s only obligations with respect to software distributed by Alien
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Apparatus under the Alien Apparatus brand are set forth in the applicable
end-user license agreement. Non-Alien Apparatus hardware and software
products are provided “AS IS.” However, hon-Alien Apparatus
manufacturers, suppliers, or publishers may provide their own warranties
directly to you.

Software Technical Support

Software technical support is defined as assistance with questions and
issues about the software that was included by Alien Apparatus with the
Alien Apparatus branded product at the time of your purchase or lease of
the product. Technical support for software is available for the first ninety
(90) days from the date of product purchase or lease. Your dated sales or
delivery receipt, showing the date of purchase or lease of the product, is
your proof of the purchase or lease date. You may be required to provide
proof of purchase or lease as a condition of receiving software technical
support. After the first ninety (90) days, technical support for software that
was included with the Alien Apparatus branded product at the time of your
purchase or lease of the product is available for a fee.

Requesting Warranty Service
To request warranty service for the product, contact the Alien Apparatus
authorized reseller from which you purchased the product.

Worldwide, warranty service may be requested by emailing
support@alienapparatus.com.

In the United States and Canada, warranty service may also be requested by
calling the Alien Apparatus Toll Free Technical Phone Support Center at 1-
888-533-6012.

For warranty service, send the product only to the Alien Apparatus factory.
All shipping charges must be pre-paid. If the requested repairs or service,
including parts replacement, are within the terms of this Limited Warranty,
Alien Apparatus will pay return shipping charges only to a designated point
within the United States. If the entire unit is sent, it must be shipped in its
original packing. No accessories should be shipped with the product. If any
accessories are shipped with the product, Alien Apparatus shall have no
liability whatsoever for the loss or damage to any such accessories, nor for
its safe return thereof.
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Declaration of Conformity

In accordance with EN 45014:1998

We,

Alien Apparatus Company, Inc.
P.O. Box 761
Horsham, PA 19044

declare that the equipment
Solo Performer Show Controller SC1000
In accordance with the following Directives:

73/ 23/ EEC The Low Voltage Directive and its amending directives;
89 /336 / EEC The Electromagnetic Compatibility Directive and its
amending directives

has been designed and manufactured to the following specifications:

EN 50081-1: 1992

EN 50082-1: 1997

EN 55014-1: 2000, with A1 and A2
EN 55014-2: 2000, with A1

EN 55015: 2000, with A1 and A2
EN 55103-1: 1996

EN 55103-2: 1996

| hereby declare that the equipment named above has been designed to comply
with the relevant sections of the above referenced specifications. The unit
complies with all essential requirements of the Directives.

220X L

Ronnie Benditt

President

Alien Apparatus Company, Inc.
On April 8, 2004
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